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BELFER V/A™ MULTI-LAMP DOWNLIGHTS ADAPT

EASILY TO THE EVER CHANGING RETAIL ENVIRONMENT.
OUR EXCLUSIVE DUAL CONCENTRIC MECHANISM

PROVIDES TWO LOCKING AXES, ALLOWING FOR THE

SMALLEST POSSIBLE APERTURE WHILE PRODUCING

MAXIMUM OUTPUT. AVAILABLE IN SINGLE AND DOUBLE

ROW UNITS, THIS MODULAR DESIGN IS A PRACTICAL

SOLUTION FOR A LIMITLESS VARIETY OF LIGHTING

PRESENTATIONS.

1400 S E R I E S

4" wide V/A™ fixture  . . . . . . . . . . . . . . . . . . . . 2
Philips™ ALR (20 watt)  . . . . . . . . . . . . . . . . . .4
MR11 (35 watt)  . . . . . . . . . . . . . . . . . . . . . . . . .6

1600 S E R I E S

6" wide V/A™ fixture  . . . . . . . . . . . . . . . . . . . . 8
Osram® AR70 (50 watt)  . . . . . . . . . . . . . . . . 10
Philips™ ALR (50 watt)  . . . . . . . . . . . . . . . . . 12
MR16 (50 watt)  . . . . . . . . . . . . . . . . . . . . . . . 14
PAR20 (50 watt)  . . . . . . . . . . . . . . . . . . . . . . . 16
PAR20 Metal Halide (39 watt)  . . . . . . . . . . . . 18
1600 V/A™ Hybrid System™  . . . . . . . . . . . . 20

1800 S E R I E S

8" wide V/A™ fixture  . . . . . . . . . . . . . . . . . . . 24
PAR36 (50 watt)  . . . . . . . . . . . . . . . . . . . . . . . 26
Osram® AR111 (75 watt)  . . . . . . . . . . . . . . . 28
PAR30L (75 watt)  . . . . . . . . . . . . . . . . . . . . . . 30
PAR30 Metal Halide (39 watt)  . . . . . . . . . . . . 32
PAR30 Metal Halide (70 watt)  . . . . . . . . . . . . 34
1800 V/A™ Hybrid System™  . . . . . . . . . . . . 36

1900 S E R I E S

9" wide V/A™ fixture  . . . . . . . . . . . . . . . . . . .40
PAR38 (150 watt)  . . . . . . . . . . . . . . . . . . . . . .42 
PAR38 Metal Halide (70 watt)  . . . . . . . . . . . . 44
PAR38 Metal Halide (100 watt)  . . . . . . . . . . . 46
PAR38 Metal Halide (150 watt)  . . . . . . . . . . .48
1900 V/A™ Hybrid System™  . . . . . . . . . . . . 50
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1400 V/A™ MULTI LAMP DOWNLIGHTS

1400 V/A™ Fixture Details & Dimensions

DAMP LOCATION, NON IC ONLY
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1422 FOUR LAMP FIXTURE 17¹⁄₂"L 10"W 7¹⁄₄"H 8³⁄₈"L 8¹⁄₄"W 

1414 FOUR LAMP FIXTURE 25¹⁄₂"L 6"W 7¹⁄₄"H 16³⁄₈"L 4¹⁄₄"W

1413 THREE LAMP FIXTURE 21¹⁄₂"L 6"W 7¹⁄₄"H 12³⁄₈"L 4¹⁄₄"W

1412 TWO LAMP FIXTURE 17¹⁄₂"L 6"W 7¹⁄₄"H 8³⁄₈"L 4¹⁄₄"W  

1411 ONE LAMP FIXTURE 13¹⁄₂"L 6"W 7¹⁄₄"H 4¹⁄₄"L 4¹⁄₄"W 

Fixture Recess Cutout

4¹⁄₄"

7¹⁄₄"

5¹⁄₈"

30°

6"

9 ₁₁⁄₁₆"

2 ₉⁄₁₆"

1422 CROSS SECTION1411-1414 CROSS SECTION

13³⁄₄"

30°

9¹⁄₈"

8₁⁄₈"

2 ₉⁄₁₆"

10¹⁄₁₆"

7¹⁄₄"

21₁₅⁄₁₆"

4³⁄₄"

30°

13¹⁄₄"

10³⁄₄"

7¹⁄₄"

12₁⁄₄"1³⁄₄"

18¹⁄₄"

1413 SIDE VIEW
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1400 V/A™ Lamp Accessories & Options

LIGHT CONTROL ACCESSORIES 
MR11 Lamp only
❑ GL-1411-01-00 ea Skytex™ Spread Lens
❑ GL-1411-02-00 ea Solite™ Lens
❑ GL-1411-03-00 ea Industrex® Lens
❑ UV-1411-01-00 ea Optivex® UV Filter
❑ LV-1411-01-69 ea Honeycomb Louver 
❑ LV-1411-02-69 ea Crossblade Louver
❑ SN-1411-01-55 ea Snoot
Dichroic filters and colored glass accessories are available in a myriad of choices too extensive to list individually.
Please consult the factory for specifications and ordering information.

OPTIONAL FEATURES (SPECIFY FIXTURE CODE WHEN ORDERING)
❑ 14__CP ea 1400 V/A Custom Paint
❑ 14__RT ea 1400 V/A Round Trim (1411 only)
❑ 14__MW ea 1400 V/A Matte White Interior
❑ 14__BPFO ea 1400 V/A MR11 Fiber Optic Replicant 
❑ 14__TL ea 1400 V/A Trimless Fixture
❑ 14__MC ea 1400 V/A Multi-Circuiting (1412, 1413, 1414 and 1422)

(Multi-circuiting fabrication sheet required. See page 56)

Product Code U/M Description
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Product Code U/M Description

MW MATTE WHITE INTERIOR

TL TRIMLESS FIXTURESRT ROUND TRIM (SINGLE UNITS)

CP CUSTOM PAINT
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1400 V/A™

• 12 volt lamp specification:
• 20 watt Philips™ ALR (DC base)

• Dimmable integral 12 volt electronic transformers, 
standard in 120 or 277 volt

• Lamps can be positioned independently
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms 
insure consistent lighting presentations

• Black interior standard with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only) 

• Optional features available
Custom Paint (CP) Round Trim (RT) (1411 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1400 V/A™ MULTI LAMP DOWNLIGHTS WITH 20W PHILIPS™ ALR LAMPS

1422PHILIPS™ ALR  1411 - 1414

4¹⁄₄"

7¹⁄₄"

5¹⁄₈"

7¹⁄₄"

9¹⁄₈"

8¹⁄₈"

1413 DC LH 1 ST WH SHOWN WITH ALR LAMPS

20 WATT ALR CELL

(20ALR)

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

DC
DC bayonet

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

141
one row

142
two rows

1
2
3
4

2

LH
less holder

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.
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V/A™
1400 V/A™ MULTI LAMP DOWNLIGHTS WITH 20W PHILIPS™ ALR LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1411 1X1 V/A FIXTURE 1412 1X2 V/A FIXTURE
1413 1X3 V/A FIXTURE 1414 1X4 V/A FIXTURE 1422 2X2 V/A FIXTURE

❑ 14__DCLH1STWH ea 1400 V/A dc bayonet base w/o holder, 120V, standard white trim
❑ 14__DCLH1STBL ea 1400 V/A dc bayonet base w/o holder, 120V, standard black trim
❑ 14__DCLH1STTT ea 1400 V/A dc bayonet base w/o holder, 120V, standard titanium trim
❑ 14__DCLH1DTWH ea 1400 V/A dc bayonet base w/o holder, 120V, dimensional white trim
❑ 14__DCLH1DTBL ea 1400 V/A dc bayonet base w/o holder, 120V, dimensional black trim
❑ 14__DCLH1DTTT ea 1400 V/A dc bayonet base w/o holder, 120V, dimensional titanium trim
❑ 14__DCLH1DTSS ea 1400 V/A dc bayonet base w/o holder, 120V, dimensional stainless steel trim
❑ 14__DCLH1TLWH ea 1400 V/A dc bayonet base w/o holder, 120V, trimless white edge
❑ 14__DCLH1TLBL ea 1400 V/A dc bayonet base w/o holder, 120V, trimless black edge

❑ 14__DCLH2STWH ea 1400 V/A dc bayonet base w/o holder, 277V, standard white trim
❑ 14__DCLH2STBL ea 1400 V/A dc bayonet base w/o holder, 277V, standard black trim
❑ 14__DCLH2STTT ea 1400 V/A dc bayonet base w/o holder, 277V, standard titanium trim
❑ 14__DCLH2DTWH ea 1400 V/A dc bayonet base w/o holder, 277V, dimensional white trim
❑ 14__DCLH2DTBL ea 1400 V/A dc bayonet base w/o holder, 277V, dimensional black trim
❑ 14__DCLH2DTTT ea 1400 V/A dc bayonet base w/o holder, 277V, dimensional titanium trim
❑ 14__DCLH2DTSS ea 1400 V/A dc bayonet base w/o holder, 277V, dimensional stainless steel trim
❑ 14__DCLH2TLWH ea 1400 V/A dc bayonet base w/o holder, 277V, trimless white edge
❑ 14__DCLH2TLBL ea 1400 V/A dc bayonet base w/o holder, 277V, trimless black edge

OPTIONAL FEATURES (SPECIFY FIXTURE CODE WHEN ORDERING)
❑ 14__CP ea 1400 V/A Custom Paint
❑ 14__RT ea 1400 V/A Round Trim (1411 only)
❑ 14__MW ea 1400 V/A Matte White Interior
❑ 14__TL ea 1400 V/A Trimless Fixture
❑ 14__MC ea 1400 V/A Multi-Circuiting (1412, 1413, 1414 and 1422)

(Multi-circuiting fabrication sheet required. See page 56)
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1400 V/A™

• 12 volt lamp specification:
• 35 watt MR11 (BP base)

• Dimmable integral 12 volt electronic 
transformers, standard in 120 or 277 volt

• Lamps can be positioned independently 
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms 
insure consistent lighting presentations

• CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1411 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW) Fiber Optic Replicant (FO)

• UL and CUL Listed Damp Location (non IC only)

1400 V/A™ MULTI LAMP DOWNLIGHTS WITH 35W MR11 LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

1422MR11 1411 - 1414

7¹⁄₄"

8¹⁄₈"

9¹⁄₈"

4¹⁄₈"

5¹⁄₈"

7¹⁄₄"

1413 BP HP 1 ST WH SHOWN WITH MR11 LAMPS

AND OPTIONAL SKYTEX™ TEMPERED SPREAD LENS

35 WATT MR11 CELL

(35MR11)

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

BP
bi-pin

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

141
one row

142
two rows

1
2
3
4

2

HP
holder provided
(required)
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V/A™
1400 V/A™ MULTI LAMP DOWNLIGHTS WITH 35W MR11 LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1411 1X1 V/A FIXTURE 1412 1X2 V/A FIXTURE
1413 1X3 V/A FIXTURE 1414 1X4 V/A FIXTURE 1422 2X2 V/A FIXTURE

❑ 14__BPHP1STWH ea 1400 V/A bi-pin base w/holder, 120V, standard white trim
❑ 14__BPHP1STBL ea 1400 V/A bi-pin base w/holder, 120V, standard black trim
❑ 14__BPHP1STTT ea 1400 V/A bi-pin base w/holder, 120V, standard titanium trim
❑ 14__BPHP1DTWH ea 1400 V/A bi-pin base w/holder, 120V, dimensional white trim
❑ 14__BPHP1DTBL ea 1400 V/A bi-pin base w/holder, 120V, dimensional black trim
❑ 14__BPHP1DTTT ea 1400 V/A bi-pin base w/holder, 120V, dimensional titanium trim
❑ 14__BPHP1DTSS ea 1400 V/A bi-pin base w/holder, 120V, dimensional stainless steel trim
❑ 14__BPHP1TLWH ea 1400 V/A bi-pin base w/holder, 120V, trimless white edge 
❑ 14__BPHP1TLBL ea 1400 V/A bi-pin base w/holder, 120V, trimless black edge

❑ 14__BPHP2STWH ea 1400 V/A bi-pin base w/holder, 277V, standard white trim
❑ 14__BPHP2STBL ea 1400 V/A bi-pin base w/holder, 277V, standard black trim
❑ 14__BPHP2STTT ea 1400 V/A bi-pin base w/holder, 277V, standard titanium trim
❑ 14__BPHP2DTWH ea 1400 V/A bi-pin base w/holder, 277V, dimensional white trim
❑ 14__BPHP2DTBL ea 1400 V/A bi-pin base w/holder, 277V, dimensional black trim
❑ 14__BPHP2DTTT ea 1400 V/A bi-pin base w/holder, 277V, dimensional titanium trim
❑ 14__BPHP2DTSS ea 1400 V/A bi-pin base w/holder, 277V, dimensional stainless steel trim
❑ 14__BPHP2TLWH ea 1400 V/A bi-pin base w/holder, 277V, trimless white edge
❑ 14__BPHP2TLBL ea 1400 V/A bi-pin base w/holder, 277V, trimless black edge

LIGHT CONTROL ACCESSORIES 
MR11 Lamp only
❑ GL-1411-01-00 ea Skytex™ Spread Lens
❑ GL-1411-02-00 ea Solite™ Lens
❑ GL-1411-03-00 ea Industrex® Lens
❑ UV-1411-01-00 ea Optivex® UV Filter
❑ LV-1411-01-69 ea Honeycomb Louver 
❑ LV-1411-02-69 ea Crossblade Louver
❑ SN-1411-01-55 ea Snoot
Dichroic filters and colored glass accessories are available in a myriad of choices too extensive to list individually.
Please consult the factory for specifications and ordering information.

OPTIONAL FEATURES (SPECIFY FIXTURE CODE WHEN ORDERING)
❑ 14__CP ea 1400 V/A Custom Paint
❑ 14__RT ea 1400 V/A Round Trim (1411 only)
❑ 14__MW ea 1400 V/A Matte White Interior
❑ 14__BPFO ea 1400 V/A MR11 Fiber Optic Replicant 
❑ 14__TL ea 1400 V/A Trimless Fixture
❑ 14__MC ea 1400 V/A Multi-Circuiting (1412, 1413, 1414 and 1422 only)

(Multi-circuiting fabrication sheet required. See page 56)



1600 V/A™ Fixture Details & Dimensions
1600 V/A™ MULTI LAMP DOWNLIGHTS

DAMP LOCATION, NON IC ONLY

18¹⁄₄"4³⁄₄"

19¹⁄₄"

7¹⁄₄"

3³⁄₁₆"

30°

16¹⁄₂"

29₇⁄₁₆"

1613 SIDE VIEW
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1622 FOUR LAMP FIXTURE 19³⁄₄"L 14³⁄₁₆"W 7¹⁄₄"H 12³⁄₈"L 12¹⁄₄"W

1616 SIX LAMP FIXTURE 43³⁄₄"L 11"W 7¹⁄₄"H 36³⁄₈"L 6¹⁄₄"W

1615 FIVE LAMP FIXTURE 37³⁄₄"L 11"W 7¹⁄₄"H 30³⁄₈"L 6¹⁄₄"W

1614 FOUR LAMP FIXTURE 31³⁄₄"L 11"W 7¹⁄₄"H 24³⁄₈"L 6¹⁄₄"W  

1613 THREE LAMP FIXTURE 25³⁄₄"L 11"W 7¹⁄₄"H 18³⁄₈"L 6¹⁄₄"W

1612 TWO LAMP FIXTURE 19¹⁄₂"L 8"W 7¹⁄₄"H 12³⁄₈"L 6¹⁄₄"W 

1611 ONE LAMP FIXTURE 13⁷⁄₈"L 8"W 7¹⁄₄"H 6³⁄₈"L 6¹⁄₄"W 

7¹⁄₄"

11"

30°

7"

14₁₁⁄₁₆"

4₅⁄₈"

7¹⁄₄"

17⁷⁄₈"

13"

12¹⁄₈"

4₅⁄₈"

1622 CROSS SECTION1611-1616 CROSS SECTION

30°

6¹⁄₈"

14₃⁄₁₆"

Fixture Recess Cutout
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1600 V/A™ Lamp Accessories & Options

LIGHT CONTROL ACCESSORIES 
MR16 Lamp only
❑ GL-1616-01-00 ea Skytex™ Spread Lens
❑ GL-1616-02-00 ea Solite™ Lens
❑ GL-1616-03-00 ea Industrex® Lens
❑ UV-1616-01-00 ea Optivex® UV Filter
❑ LV-1616-01-69 ea Honeycomb Louver 
❑ LV-1616-02-69 ea Crossblade Louver
❑ SN-1616-01-55 ea Snoot
AR70, ALR18, PAR20 and PAR20HID Lamps
❑ GL-1670-01-00 ea Skytex™ Spread Lens
❑ GL-1670-02-00 ea Solite™ Lens
❑ GL-1670-03-00 ea Industrex® Lens
❑ UV-1670-01-00 ea Optivex® UV Filter
❑ LV-1670-01-69 ea Honeycomb Louver 
❑ LV-1670-02-69 ea Crossblade Louver
❑ SN-1670-01-55 ea Snoot
Dichroic filters and colored glass accessories are available in a myriad of choices too extensive to list individually.
Please consult the factory for specifications and ordering information.

OPTIONAL FEATURES (SPECIFY FIXTURE CODE WHEN ORDERING)
❑ 16__CP ea 1600 V/A Custom Paint
❑ 16__RT ea 1600 V/A Round Trim (1611 only)
❑ 16__MW ea 1600 V/A Matte White Interior
❑ 16__BPFO ea 1600 V/A MR16 Fiber Optic Replicant 
❑ 16__TL ea 1600 V/A Trimless Fixture
❑ 16__MC ea 1600 V/A Multi-Circuiting (1612, 1613, 1614, 1615, 1616 and 1622 only)

(Multi-circuiting fabrication sheet required. See page 56)

Product Code U/M Description

MW MATTE WHITE INTERIOR

TL TRIMLESS FIXTURESRT ROUND TRIM (SINGLE UNITS)

CP CUSTOM PAINT
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1600 V/A™

• 12 volt lamp specification:
• 50 watt Osram® AR70 (DC base)

• Dimmable integral 12 volt electronic 
transformers, standard in 120 or 277 volt

• Lamps can be positioned independently
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1611 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1600 V/A™ MULTI LAMP DOWNLIGHTS WITH 50W OSRAM® AR70 LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

162250W OSRAM® AR70 1611 - 1616

1613 DC HP 1 ST WH SHOWN WITH AR70 LAMPS

AND OPTIONAL SOLITE™ DIFFUSER

7¹⁄₄"

12¹⁄₈"

13"

6¹⁄₈"

7¹⁄₄"

7"

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

DC
dc bayonet

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

161
one row

162
two rows

1
2
3
4
5
6

2

HP
holder provided
(required)

50 WATT OSRAM® AR70 CELL

(50AR70)
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V/A™
1600 V/A™ MULTI LAMP DOWNLIGHTS WITH 50W OSRAM® AR70 LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1611 1X1 V/A FIXTURE 1612 1X2 V/A FIXTURE 1613 1X3 V/A FIXTURE
1614 1X4 V/A FIXTURE 1615 1X5 V/A FIXTURE 1616 1X6 V/A FIXTURE
1622 2X2 V/A FIXTURE

❑ 16__DCHP1STWH ea 1600 V/A dc bayonet base w/holder, 120V, standard white trim
❑ 16__DCHP1STBL ea 1600 V/A dc bayonet base w/holder, 120V, standard black trim
❑ 16__DCHP1STTT ea 1600 V/A dc bayonet base w/holder, 120V, standard titanium trim
❑ 16__DCHP1DTWH ea 1600 V/A dc bayonet base w/holder, 120V, dimensional white trim
❑ 16__DCHP1DTBL ea 1600 V/A dc bayonet base w/holder, 120V, dimensional black trim
❑ 16__DCHP1DTTT ea 1600 V/A dc bayonet base w/holder, 120V, dimensional titanium trim
❑ 16__DCHP1DTSS ea 1600 V/A dc bayonet base w/holder, 120V, dimensional stainless steel trim
❑ 16__DCHP1TLWH ea 1600 V/A dc bayonet base w/holder, 120V, trimless white edge
❑ 16__DCHP1TLBL ea 1600 V/A dc bayonet base w/holder, 120V, trimless black edge

❑ 16__DCHP2STWH ea 1600 V/A dc bayonet base w/holder, 277V, standard white trim
❑ 16__DCHP2STBL ea 1600 V/A dc bayonet base w/holder, 277V, standard black trim
❑ 16__DCHP2STTT ea 1600 V/A dc bayonet base w/holder, 277V, standard titanium trim
❑ 16__DCHP2DTWH ea 1600 V/A dc bayonet base w/holder, 277V, dimensional white trim
❑ 16__DCHP2DTBL ea 1600 V/A dc bayonet base w/holder, 277V, dimensional black trim
❑ 16__DCHP2DTTT ea 1600 V/A dc bayonet base w/holder, 277V, dimensional titanium trim
❑ 16__DCHP2DTSS ea 1600 V/A dc bayonet base w/holder, 277V, dimensional stainless steel trim
❑ 16__DCHP2TLWH ea 1600 V/A dc bayonet base w/holder, 277V, trimless white edge
❑ 16__DCHP2TLBL ea 1600 V/A dc bayonet base w/holder, 277V, trimless black edge

LIGHT CONTROL ACCESSORIES 
❑ GL-1670-01-00 ea Skytex™ Spread Lens
❑ GL-1670-02-00 ea Solite™ Lens
❑ GL-1670-03-00 ea Industrex® Lens
❑ UV-1670-01-00 ea Optivex® UV Filter
❑ LV-1670-01-69 ea Honeycomb Louver 
❑ LV-1670-02-69 ea Crossblade Louver
❑ SN-1670-01-55 ea Snoot
Dichroic filters and colored glass accessories are available in a myriad of choices too extensive to list individually.
Please consult the factory for specifications and ordering information.

OPTIONAL FEATURES (SPECIFY FIXTURE CODE WHEN ORDERING)
❑ 16__CP ea 1600 V/A Custom Paint
❑ 16__RT ea 1600 V/A Round Trim (1611 only)
❑ 16__MW ea 1600 V/A Matte White Interior
❑ 16__TL ea 1600 V/A Trimless Fixture
❑ 16__MC ea 1600 V/A Multi-Circuiting (1612, 1613, 1614, 1615, 1616 and 1622 only)

(Multi-circuiting fabrication sheet required. See page 56)
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1600 V/A™

• 12 volt Lamp specification:
• 50 watt, Philips™ ALR (DC base)

• Dimmable integral 12 volt electronic 
transformers, standard 120 or 277 volt

• Lamps can be positioned independently
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• Optional CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1611 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1600 V/A™ MULTI LAMP DOWNLIGHTS WITH 50W PHILIPS™ ALR LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

162250W PHILIPS™ ALR 1611 - 1616

1613 DC LH 1 ST TT SHOWN WITH ALR LAMPS

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

DC
dc bayonet

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

161
one row

162
two rows

1
2
3
4
5
6

2

HP
holder provided

LH
less holder

50 WATT PHILIPS™ ALR CELL

(50ALR)

12¹⁄₈"

13"

7¹⁄₄"

6¹⁄₈"

7¹⁄₄"

7"



BELFER LIGHTING FOR ARCHITECTURE

T E L : ( 7 3 2 )  4 9 3 - 2 6 6 6   .   FA X : ( 7 3 2 )  4 9 3 - 2 9 4 1   .    w w w.b e l f e r.c o m 13

V
/A

V/A™
1600 V/A™ MULTI LAMP DOWNLIGHTS WITH 50W PHILIPS™ ALR LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1611 1X1 V/A FIXTURE 1612 1X2 V/A FIXTURE 1613 1X3 V/A FIXTURE
1614 1X4 V/A FIXTURE 1615 1X5 V/A FIXTURE 1616 1X6 V/A FIXTURE
1622 2X2 V/A FIXTURE

❑ 16__DCHP1STWH ea 1600 V/A dc bayonet base w/holder, 120V, standard white trim
❑ 16__DCHP1STBL ea 1600 V/A dc bayonet base w/holder, 120V, standard black trim
❑ 16__DCHP1STTT ea 1600 V/A dc bayonet base w/holder, 120V, standard titanium trim
❑ 16__DCHP1DTWH ea 1600 V/A dc bayonet base w/holder, 120V, dimensional white trim
❑ 16__DCHP1DTBL ea 1600 V/A dc bayonet base w/holder, 120V, dimensional black trim
❑ 16__DCHP1DTTT ea 1600 V/A dc bayonet base w/holder, 120V, dimensional titanium trim
❑ 16__DCHP1DTSS ea 1600 V/A dc bayonet base w/holder, 120V, dimensional stainless steel trim
❑ 16__DCHP1TLWH ea 1600 V/A dc bayonet base w/holder, 120V, trimless white edge
❑ 16__DCHP1TLBL ea 1600 V/A dc bayonet base w/holder, 120V, trimless black edge

❑ 16__DCHP2STWH ea 1600 V/A dc bayonet base w/holder, 277V, standard white trim
❑ 16__DCHP2STBL ea 1600 V/A dc bayonet base w/holder, 277V, standard black trim
❑ 16__DCHP2STTT ea 1600 V/A dc bayonet base w/holder, 277V, standard titanium trim
❑ 16__DCHP2DTWH ea 1600 V/A dc bayonet base w/holder, 277V, dimensional white trim
❑ 16__DCHP2DTBL ea 1600 V/A dc bayonet base w/holder, 277V, dimensional black trim
❑ 16__DCHP2DTTT ea 1600 V/A dc bayonet base w/holder, 277V, dimensional titanium trim
❑ 16__DCHP2DTSS ea 1600 V/A dc bayonet base w/holder, 277V, dimensional stainless steel trim
❑ 16__DCHP2TLWH ea 1600 V/A dc bayonet base w/holder, 277V, trimless white edge
❑ 16__DCHP2TLBL ea 1600 V/A dc bayonet base w/holder, 277V, trimless black edge

❑ 16__DCLH1STWH ea 1600 V/A dc bayonet base less holder, 120V, standard white trim
❑ 16__DCLH1STBL ea 1600 V/A dc bayonet base less holder, 120V, standard black trim
❑ 16__DCLH1STTT ea 1600 V/A dc bayonet base less holder, 120V, standard titanium trim
❑ 16__DCLH1DTWH ea 1600 V/A dc bayonet base less holder, 120V, dimensional white trim
❑ 16__DCLH1DTBL ea 1600 V/A dc bayonet base less holder, 120V, dimensional black trim
❑ 16__DCLH1DTTT ea 1600 V/A dc bayonet base less holder, 120V, dimensional titanium trim
❑ 16__DCLH1DTSS ea 1600 V/A dc bayonet base less holder, 120V, dimensional stainless steel trim
❑ 16__DCLH1TLWH ea 1600 V/A dc bayonet base less holder, 120V, trimless white edge
❑ 16__DCLH1TLBL ea 1600 V/A dc bayonet base less holder, 120V, trimless black edge

❑ 16__DCLH2STWH ea 1600 V/A dc bayonet base less holder, 277V, standard white trim
❑ 16__DCLH2STBL ea 1600 V/A dc bayonet base less holder, 277V, standard black trim
❑ 16__DCLH2STTT ea 1600 V/A dc bayonet base less holder, 277V, standard titanium trim
❑ 16__DCLH2DTWH ea 1600 V/A dc bayonet base less holder, 277V, dimensional white trim
❑ 16__DCLH2DTBL ea 1600 V/A dc bayonet base less holder, 277V, dimensional black trim
❑ 16__DCLH2DTTT ea 1600 V/A dc bayonet base less holder, 277V, dimensional titanium trim
❑ 16__DCLH2DTSS ea 1600 V/A dc bayonet base less holder, 277V, dimensional stainless steel trim
❑ 16__DCLH2TLWH ea 1600 V/A dc bayonet base less holder, 277V, trimless white edge
❑ 16__DCLH2TLBL ea 1600 V/A dc bayonet base less holder, 277V, trimless black edge

PLEASE SEE PAGE 9 FOR LIGHT CONTROL ACCESSORIES AND OPTIONAL FEATURES
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1600 V/A™

• 12 volt lamp specification:
• 50 watt MR16 (BP base)

• Dimmable integral 12 volt electronic 
transformers, standard in 120 or 277 volt

• Lamps can be positioned independently
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1611 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1600 V/A™ MULTI LAMP DOWNLIGHTS WITH 50W MR16 LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

1622MR16 1611 - 1616

1613 BP HP 1 ST WH SHOWN WITH MR16 LAMPS

AND OPTIONAL SKYTEX™ TEMPERED SPREAD LENS

7¹⁄₄"

12¹⁄₈"

13"

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

BP
bi-pin

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

161
one row

162
two rows

1
2
3
4
5
6

2

HP
holder provided
(required)

6¹⁄₈"

7¹⁄₄"

7"

50 WATT MR16 CELL

(50MR16)
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1600 V/A™ MULTI LAMP DOWNLIGHTS WITH 50W MR16 LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1611 1X1 V/A FIXTURE 1612 1X2 V/A FIXTURE 1613 1X3 V/A FIXTURE
1614 1X4 V/A FIXTURE 1615 1X5 V/A FIXTURE 1616 1X6 V/A FIXTURE
1622 2X2 V/A FIXTURE

❑ 16__BPHP1STWH ea 1600 V/A bi-pin base w/holder, 120V, standard white trim
❑ 16__BPHP1STBL ea 1600 V/A bi-pin base w/holder, 120V, standard black trim
❑ 16__BPHP1STTT ea 1600 V/A bi-pin base w/holder, 120V, standard titanium trim
❑ 16__BPHP1DTWH ea 1600 V/A bi-pin base w/holder, 120V, dimensional white trim
❑ 16__BPHP1DTBL ea 1600 V/A bi-pin base w/holder, 120V, dimensional black trim
❑ 16__BPHP1DTTT ea 1600 V/A bi-pin base w/holder, 120V, dimensional titanium trim
❑ 16__BPHP1DTSS ea 1600 V/A bi-pin base w/holder, 120V, dimensional stainless steel trim
❑ 16__BPHP1TLWH ea 1600 V/A bi-pin base w/holder, 120V, trimless white edge
❑ 16__BPHP1TLBL ea 1600 V/A bi-pin base w/holder, 120V, trimless black edge

❑ 16__BPHP2STWH ea 1600 V/A bi-pin base w/holder, 277V, standard white trim
❑ 16__BPHP2STBL ea 1600 V/A bi-pin base w/holder, 277V, standard black trim
❑ 16__BPHP2STTT ea 1600 V/A bi-pin base w/holder, 277V, standard titanium trim
❑ 16__BPHP2DTWH ea 1600 V/A bi-pin base w/holder, 277V, dimensional white trim
❑ 16__BPHP2DTBL ea 1600 V/A bi-pin base w/holder, 277V, dimensional black trim
❑ 16__BPHP2DTTT ea 1600 V/A bi-pin base w/holder, 277V, dimensional titanium trim
❑ 16__BPHP2DTSS ea 1600 V/A bi-pin base w/holder, 277V, dimensional stainless steel trim
❑ 16__BPHP2TLWH ea 1600 V/A bi-pin base w/holder, 277V, trimless white edge
❑ 16__BPHP2TLBL ea 1600 V/A bi-pin base w/holder, 277V, trimless black edge

LIGHT CONTROL ACCESSORIES 
MR16 Lamp only
❑ GL-1616-01-00 ea Skytex™ Spread Lens
❑ GL-1616-02-00 ea Solite™ Lens
❑ GL-1616-03-00 ea Industrex® Lens
❑ UV-1616-01-00 ea Optivex® UV Filter
❑ LV-1616-01-69 ea Honeycomb Louver 
❑ LV-1616-02-69 ea Crossblade Louver
❑ SN-1616-01-55 ea Snoot
Dichroic filters and colored glass accessories are available in a myriad of choices too extensive to list individually.
Please consult the factory for specifications and ordering information.

OPTIONAL FEATURES (SPECIFY FIXTURE CODE WHEN ORDERING)
❑ 16__CP ea 1600 V/A Custom Paint
❑ 16__RT ea 1600 V/A Round Trim (1611 only)
❑ 16__MW ea 1600 V/A Matte White Interior
❑ 16__BPFO ea 1600 V/A MR16 Fiber Optic Replicant 
❑ 16__TL ea 1600 V/A Trimless Fixture
❑ 16__MC ea 1600 V/A Multi-Circuiting (1612, 1613, 1614, 1615, 1616 and 1622 only)

(Multi-circuiting fabrication sheet required. See page 56)
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1600 V/A™

• 120 volt lamp specification:
• 50 watt dimmable Par 20 (MB base)

• Dimmable 120 volt

• Lamps can be positioned independently
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• Optional CNC machined lamp holder assembly
• accepts up to 2 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1611 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1600 V/A™ MULTI LAMP DOWNLIGHTS WITH 50W PAR20 LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

162250W PAR20 1611 - 1616

6¹⁄₈"

7¹⁄₄"

7"

1613 MB LH 1 ST WH SHOWN WITH PAR20 LAMPS

50 WATT PAR20 CELL

(50PAR20) 

7¹⁄₄"

12¹⁄₈"

13"

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

MB
medium base

1
120 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

161
one row

162
two rows

1
2
3
4
5
6

2

HP
holder provided

LH
less holder
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1600 V/A™ MULTI LAMP DOWNLIGHTS WITH 50W PAR20 LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1611 1X1 V/A FIXTURE 1612 1X2 V/A FIXTURE 1613 1X3 V/A FIXTURE
1614 1X4 V/A FIXTURE 1615 1X5 V/A FIXTURE 1616 1X6 V/A FIXTURE
1622 2X2 V/A FIXTURE

❑ 16__MBHP1STWH ea 1600 V/A medium base w/holder, 120V, standard white trim
❑ 16__MBHP1STBL ea 1600 V/A medium base w/holder, 120V, standard black trim
❑ 16__MBHP1STTT ea 1600 V/A medium base w/holder, 120V, standard titanium trim
❑ 16__MBHP1DTWH ea 1600 V/A medium base w/holder, 120V, dimensional white trim
❑ 16__MBHP1DTBL ea 1600 V/A medium base w/holder, 120V, dimensional black trim
❑ 16__MBHP1DTTT ea 1600 V/A medium base w/holder, 120V, dimensional titanium trim
❑ 16__MBHP1DTSS ea 1600 V/A medium base w/holder, 120V, dimensional stainless steel trim
❑ 16__MBHP1TLWH ea 1600 V/A medium base w/holder, 120V, trimless white edge
❑ 16__MBHP1TLBL ea 1600 V/A medium base w/holder, 120V, trimless black edge

❑ 16__MBLH1STWH ea 1600 V/A medium base less holder, 120V, standard white trim
❑ 16__MBLH1STBL ea 1600 V/A medium base less holder, 120V, standard black trim
❑ 16__MBLH1STTT ea 1600 V/A medium base less holder, 120V, standard titanium trim
❑ 16__MBLH1DTWH ea 1600 V/A medium base less holder, 120V, dimensional white trim
❑ 16__MBLH1DTBL ea 1600 V/A medium base less holder, 120V, dimensional black trim
❑ 16__MBLH1DTTT ea 1600 V/A medium base less holder, 120V, dimensional titanium trim
❑ 16__MBLH1DTSS ea 1600 V/A medium base less holder, 120V, dimensional stainless steel trim
❑ 16__MBLH1TLWH ea 1600 V/A medium base less holder, 120V, trimless white edge
❑ 16__MBLH1TLBL ea 1600 V/A medium base less holder, 120V, trimless black edge

LIGHT CONTROL ACCESSORIES 
❑ GL-1670-01-00 ea Skytex™ Spread Lens
❑ GL-1670-02-00 ea Solite™ Lens
❑ GL-1670-03-00 ea Industrex® Lens
❑ UV-1670-01-00 ea Optivex® UV Filter
❑ LV-1670-01-69 ea Honeycomb Louver 
❑ LV-1670-02-69 ea Crossblade Louver
❑ SN-1670-01-55 ea Snoot
Dichroic filters and colored glass accessories are available in a myriad of choices too extensive to list individually.
Please consult the factory for specifications and ordering information.

OPTIONAL FEATURES (SPECIFY FIXTURE CODE WHEN ORDERING)
❑ 16__CP ea 1600 V/A Custom Paint
❑ 16__RT ea 1600 V/A Round Trim (1611 only)
❑ 16__MW ea 1600 V/A Matte White Interior
❑ 16__TL ea 1600 V/A Trimless Fixture
❑ 16__MC ea 1600 V/A Multi-Circuiting (1612, 1613, 1614, 1615, 1616 and 1622 only)

(Multi-circuiting fabrication sheet required. See page 56)
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1600 V/A™

• Metal Halide Lamp specification:
• 39 watt, Par 20 HID Metal Halide 

MasterColor™ (MH39 base)

• Electronic Ballast, 
standard in 120 or 277 volt

• Lamps can be positioned independently
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• Optional CNC machined lamp holder assembly
• accepts up to 2 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1611 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1600 V/A™ MULTI LAMP DOWNLIGHTS WITH 39W PAR20 HID METAL HALIDE LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

162239W PAR20 HID 1611 - 1616

6¹⁄₈"

7¹⁄₄"

7"

1613 MH 39 LH 1 STWH SHOWN

WITH PAR20 HID LAMPS

7¹⁄₄"

12¹⁄₈"

13"

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

MH39
39 watt
metal halide
pulse rated 

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

161
one row

162
two rows

1
2
3
4
5
6

2

HP
holder provided

LH
less holder

39 WATT PAR20 HID
METAL HALIDE CELL

(39PAR20MH)
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1600 V/A™ MULTI LAMP DOWNLIGHTS WITH 39W PAR20 HID METAL HALIDE LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1611 1X1 V/A FIXTURE 1612 1X2 V/A FIXTURE 1613 1X3 V/A FIXTURE
1614 1X4 V/A FIXTURE 1615 1X5 V/A FIXTURE 1616 1X6 V/A FIXTURE
1622 2X2 V/A FIXTURE

❑ 16__MH39HP1STWH ea 1600 V/A metal halide pulse rated base w/holder, 120V, standard white trim
❑ 16__MH39HP1STBL ea 1600 V/A metal halide pulse rated base w/holder, 120V, standard black trim
❑ 16__MH39HP1STTT ea 1600 V/A metal halide pulse rated base w/holder, 120V, standard titanium trim
❑ 16__MH39HP1DTWH ea 1600 V/A metal halide pulse rated base w/holder, 120V, dimensional white trim
❑ 16__MH39HP1DTBL ea 1600 V/A metal halide pulse rated base w/holder, 120V, dimensional black trim
❑ 16__MH39HP1DTTT ea 1600 V/A metal halide pulse rated base w/holder, 120V, dimensional titanium trim
❑ 16__MH39HP1DTSS ea 1600 V/A metal halide pulse rated base w/holder, 120V, dimensional stainless steel trim
❑ 16__MH39HP1TLWH ea 1600 V/A metal halide pulse rated base w/holder, 120V, trimless white edge
❑ 16__MH39HP1TLBL ea 1600 V/A metal halide pulse rated base w/holder, 120V, trimless black edge

❑ 16__MH39HP2STWH ea 1600 V/A metal halide pulse rated base w/holder, 277V, standard white trim
❑ 16__MH39HP2STBL ea 1600 V/A metal halide pulse rated base w/holder, 277V, standard black trim
❑ 16__MH39HP2STTT ea 1600 V/A metal halide pulse rated base w/holder, 277V, standard titanium trim
❑ 16__MH39HP2DTWH ea 1600 V/A metal halide pulse rated base w/holder, 277V, dimensional white trim
❑ 16__MH39HP2DTBL ea 1600 V/A metal halide pulse rated base w/holder, 277V, dimensional black trim
❑ 16__MH39HP2DTTT ea 1600 V/A metal halide pulse rated base w/holder, 277V, dimensional titanium trim
❑ 16__MH39HP2DTSS ea 1600 V/A metal halide pulse rated base w/holder, 277V, dimensional stainless steel trim
❑ 16__MH39HP2TLWH ea 1600 V/A metal halide pulse rated base w/holder, 277V, trimless white edge
❑ 16__MH39HP2TLBL ea 1600 V/A metal halide pulse rated base w/holder, 277V, trimless black edge

❑ 16__MH39LH1STWH ea 1600 V/A metal halide pulse rated base less holder, 120V, standard white trim
❑ 16__MH39LH1STBL ea 1600 V/A metal halide pulse rated base less holder, 120V, standard black trim
❑ 16__MH39LH1STTT ea 1600 V/A metal halide pulse rated base less holder, 120V, standard titanium trim
❑ 16__MH39LH1DTWH ea 1600 V/A metal halide pulse rated base less holder, 120V, dimensional white trim
❑ 16__MH39LH1DTBL ea 1600 V/A metal halide pulse rated base less holder, 120V, dimensional black trim
❑ 16__MH39LH1DTTT ea 1600 V/A metal halide pulse rated base less holder, 120V, dimensional titanium trim
❑ 16__MH39LH1DTSS ea 1600 V/A metal halide pulse rated base less holder, 120V, dimensional stainless steel trim
❑ 16__MH39LH1TLWH ea 1600 V/A metal halide pulse rated base less holder, 120V, trimless white edge
❑ 16__MH39LH1TLBL ea 1600 V/A metal halide pulse rated base less holder, 120V, trimless black edge

❑ 16__MH39LH2STWH ea 1600 V/A metal halide pulse rated base less holder, 277V, standard white trim
❑ 16__MH39LH2STBL ea 1600 V/A metal halide pulse rated base less holder, 277V, standard black trim
❑ 16__MH39LH2STTT ea 1600 V/A metal halide pulse rated base less holder, 277V, standard titanium trim
❑ 16__MH39LH2DTWH ea 1600 V/A metal halide pulse rated base less holder, 277V, dimensional white trim
❑ 16__MH39LH2DTBL ea 1600 V/A metal halide pulse rated base less holder, 277V, dimensional black trim
❑ 16__MH39LH2DTTT ea 1600 V/A metal halide pulse rated base less holder, 277V, dimensional titanium trim
❑ 16__MH39LH2DTSS ea 1600 V/A metal halide pulse rated base less holder, 277V, dimensional stainless steel trim
❑ 16__MH39LH2TLWH ea 1600 V/A metal halide pulse rated base less holder, 277V, trimless white edge
❑ 16__MH39LH2TLBL ea 1600 V/A metal halide pulse rated base less holder, 277V, trimless black edge

PLEASE SEE PAGE 9 FOR LIGHT CONTROL ACCESSORIES AND OPTIONAL FEATURES
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1600 V/A™ Hybrid System™

• Lamp specifications:
• 50 watt Osram® AR70 (DC base)
• 50 watt, Philips™ ALR (DC base)
• 50 watt MR16 (BP base)
• 50 watt dimmable Par 20 (MB base)
• 39 watt, Par 20 HID Metal Halide MasterColor™ (MH39 base)

• All input voltage must be the same

• Lamps can be positioned independently 
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• CNC machined lamp holder assembly
• accepts 2-3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Multi Circuiting (MC) Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1600 V/A™ HYBRID SYSTEM™ MULTI LAMP DOWNLIGHTS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

F O R E X A M P L E

50MR16 50MR1639PAR20MH

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

HBD
hybrid fixture

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE* TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

161
one row

162
two rows

2
3
4
5
6

2

HP
holder provided

*ALL INPUT VOLTAGE MUST BE THE SAME

16221611 - 1616

7¹⁄₄"

12¹⁄₈"

13"

6¹⁄₈"

7¹⁄₄"

7"



Cell 1 Cell 2

Circuit# Circuit#

Cell 3 Cell 4

Circuit# Circuit#

Cell 1 Cell 2 Cell 3 Cell 4 Cell 5 Cell 6

Circuit# Circuit# Circuit# Circuit# Circuit# Circuit#
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1600 V/A™ Hybrid System™
1600 V/A™ HYBRID SYSTEM™ MULTI LAMP DOWNLIGHTS

50MR16 50ALR50AR70

39PAR20MH
50PAR20

(120 VOLT ONLY)

1600 V/A™ AVA I L A B L E C E L L S

CELL DESIGNATIONS (PLAN VIEW)
Indicate choice of lamp cell in appropriate space for manufacturing and fabrication

FIXTURE NUMBER (selected from ordering format)

OPTIONAL FEATURES
(refer to page 9)

❑ MW - matte white interior

❑ CP - custom paint

❑ TL - trimless fixture

❑ MC - multi circuiting
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1600 V/A™ Hybrid System™
1600 V/A™ HYBRID SYSTEM™ MULTI LAMP DOWNLIGHTS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1612 1X2 V/A FIXTURE 1613 1X3 V/A FIXTURE 1614 1X4 V/A FIXTURE
1615 1X5 V/A FIXTURE 1616 1X6 V/A FIXTURE

❑ 16__HBDHP1STWH ea 1600 V/A Hybrid fixture 1 row w/holder, 120V, standard white trim
❑ 16__HBDHP1STBL ea 1600 V/A Hybrid fixture 1 row w/holder, 120V, standard black trim
❑ 16__HBDHP1STTT ea 1600 V/A Hybrid fixture 1 row w/holder, 120V, standard titanium trim
❑ 16__HBDHP1DTWH ea 1600 V/A Hybrid fixture 1 row w/holder, 120V, dimensional white trim
❑ 16__HBDHP1DTBL ea 1600 V/A Hybrid fixture 1 row w/holder, 120V, dimensional black trim
❑ 16__HBDHP1DTTT ea 1600 V/A Hybrid fixture 1 row w/holder, 120V, dimensional titanium trim
❑ 16__HBDHP1DTSS ea 1600 V/A Hybrid fixture 1 row w/holder, 120V, dimensional stainless steel trim
❑ 16__HBDHP1TLWH ea 1600 V/A Hybrid fixture 1 row w/holder, 120V, trimless white edge
❑ 16__HBDHP1TLBL ea 1600 V/A Hybrid fixture 1 row w/holder, 120V, trimless black edge

❑ 16__HBDHP2STWH ea 1600 V/A Hybrid fixture 1 row w/holder, 277V, standard white trim
❑ 16__HBDHP2STBL ea 1600 V/A Hybrid fixture 1 row w/holder, 277V, standard black trim
❑ 16__HBDHP2STTT ea 1600 V/A Hybrid fixture 1 row w/holder, 277V, standard titanium trim
❑ 16__HBDHP2DTWH ea 1600 V/A Hybrid fixture 1 row w/holder, 277V, dimensional white trim
❑ 16__HBDHP2DTBL ea 1600 V/A Hybrid fixture 1 row w/holder, 277V, dimensional black trim
❑ 16__HBDHP2DTTT ea 1600 V/A Hybrid fixture 1 row w/holder, 277V, dimensional titanium trim
❑ 16__HBDHP2DTSS ea 1600 V/A Hybrid fixture 1 row w/holder, 277V, dimensional stainless steel trim
❑ 16__HBDHP2TLWH ea 1600 V/A Hybrid fixture 1 row w/holder, 277V, trimless white edge
❑ 16__HBDHP2TLBL ea 1600 V/A Hybrid fixture 1 row w/holder, 277V, trimless black edge

PLEASE SEE PAGE 9 FOR LIGHT CONTROL ACCESSORIES AND OPTIONAL FEATURES

CELL DESIGNATIONS (PLAN VIEW)
Indicate choice of lamp cell in appropriate space for manufacturing and fabrication

1600 HYBRID SYSTEM LAMP CELLS
❑ 50AR70 ea 1600 Lamp Cell - 50W Osram AR70
❑ 50MR16 ea 1600 Lamp Cell - 50W MR16
❑ 50ALR ea 1600 Lamp Cell - 50W Philips ALR
❑ 50PAR20 ea 1600 Lamp Cell - 50W PAR20 (120 volt only)
❑ 39PAR20MH ea 1600 Lamp Cell - 39W PAR20 Metal Halide

Cell 1 Cell 2 Cell 3 Cell 4 Cell 5 Cell 6

Cell 1 Cell 2 Cell 3 Cell 4 Cell 5 Cell 6

Circuit# Circuit# Circuit# Circuit# Circuit# Circuit#
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1600 V/A™ Hybrid System™
1600 V/A™ HYBRID SYSTEM™ MULTI LAMP DOWNLIGHTS

Product Code U/M Description

❑ 1622HBDHP1STWH ea 1600 V/A Hybrid fixture 2 row w/holder, 120V, standard white trim
❑ 1622HBDHP1STBL ea 1600 V/A Hybrid fixture 2 row w/holder, 120V, standard black trim
❑ 1622HBDHP1STTT ea 1600 V/A Hybrid fixture 2 row w/holder, 120V, standard titanium trim
❑ 1622HBDHP1DTWH ea 1600 V/A Hybrid fixture 2 row w/holder, 120V, dimensional white trim
❑ 1622HBDHP1DTBL ea 1600 V/A Hybrid fixture 2 row w/holder, 120V, dimensional black trim
❑ 1622HBDHP1DTTT ea 1600 V/A Hybrid fixture 2 row w/holder, 120V, dimensional titanium trim
❑ 1622HBDHP1DTSS ea 1600 V/A Hybrid fixture 2 row w/holder, 120V, dimensional stainless steel trim
❑ 1622HBDHP1TLWH ea 1600 V/A Hybrid fixture 2 row w/holder, 120V, trimless white edge
❑ 1622HBDHP1TLBL ea 1600 V/A Hybrid fixture 2 row w/holder, 120V, trimless black edge

❑ 1622HBDHP2STWH ea 1600 V/A Hybrid fixture 2 row w/holder, 277V, standard white trim
❑ 1622HBDHP2STBL ea 1600 V/A Hybrid fixture 2 row w/holder, 277V, standard black trim
❑ 1622HBDHP2STTT ea 1600 V/A Hybrid fixture 2 row w/holder, 277V, standard titanium trim
❑ 1622HBDHP2DTWH ea 1600 V/A Hybrid fixture 2 row w/holder, 277V, dimensional white trim
❑ 1622HBDHP2DTBL ea 1600 V/A Hybrid fixture 2 row w/holder, 277V, dimensional black trim
❑ 1622HBDHP2DTTT ea 1600 V/A Hybrid fixture 2 row w/holder, 277V, dimensional titanium trim
❑ 1622HBDHP2DTSS ea 1600 V/A Hybrid fixture 2 row w/holder, 277V, dimensional stainless steel trim
❑ 1622HBDHP2TLWH ea 1600 V/A Hybrid fixture 2 row w/holder, 277V, trimless white edge
❑ 1622HBDHP2TLBL ea 1600 V/A Hybrid fixture 2 row w/holder, 277V, trimless black edge

PLEASE SEE PAGE 9 FOR LIGHT CONTROL ACCESSORIES AND OPTIONAL FEATURES

CELL DESIGNATIONS (PLAN VIEW)
Indicate choice of lamp cell in appropriate space for manufacturing and fabrication

1622 HYBRID SYSTEM LAMP CELLS
❑ 50AR70 ea 1600 Lamp Cell - 50W Osram AR70
❑ 50MR16 ea 1600 Lamp Cell - 50W MR16
❑ 50ALR ea 1600 Lamp Cell - 50W Philips ALR
❑ 50PAR20 ea 1600 Lamp Cell - 50W PAR20 (120 volt only)
❑ 39PAR20MH ea 1600 Lamp Cell - 39W PAR20 Metal Halide

Cell 1 Cell 2

Circuit# Circuit#

Cell 3 Cell 4

Circuit# Circuit#



24"

7¹⁄₄"
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30°

30"

33⁵⁄₈"

22³⁄₄"

26"
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18"

14³⁄₄"

21⁹⁄₁₆"
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30°

1800 V/A™ Fixture Details & Dimensions
1800 V/A™ MULTI LAMP DOWNLIGHTS

DAMP LOCATION, NON IC ONLY1813 SIDE VIEW
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1822 FOUR LAMP FIXTURE 22¹⁄₂"L 18"W 7¹⁄₄"H 16¹⁄₄"L 16¹⁄₄"W 

RECESS MH: 34⁷⁄₈"L 18"W 7¹⁄₄"H

1816 SIX LAMP FIXTURE 57"L 10"W 7¹⁄₄"H 48¹⁄₄"L 8¹⁄₄"W 
RECESS MH: 69³⁄₄"L 10"W 7¹⁄₄"H

1815 FIVE LAMP FIXTURE 47³⁄₈"L 10"W 7¹⁄₄"H 40¹⁄₄"L 8¹⁄₄"W

RECESS MH: 60¹⁄₈"L 10"W 7¹⁄₄"H

1814 FOUR LAMP FIXTURE 38"L 10"W 7¹⁄₄"H 32¹⁄₄"L 8¹⁄₄"W 

RECESS MH: 50³⁄₄"L 10"W 7¹⁄₄"H

1813 THREE LAMP FIXTURE 30"L 10"W 7¹⁄₄"H 24¹⁄₄"L 8¹⁄₄"W

RECESS MH: 42³⁄₄"L 10"W 7¹⁄₄"H

1812 TWO LAMP FIXTURE 25"L 10"W 7¹⁄₄"H 16¹⁄₄"L 8¹⁄₄"W

RECESS MH: 25"L 10"W 7¹⁄₄"H

1811 ONE LAMP FIXTURE 15"L 10"W 7¹⁄₄"H 8¹⁄₄"L 8¹⁄₄"W

RECESS MH: 15"L 10"W 7¹⁄₄"H

Fixture Recess Cutout

1822 CROSS SECTION1811-1816 CROSS SECTION

8¹⁄₈"

7¹⁄₄"

10"

13⁹⁄₁₆"

6³⁄₄"

30°

1800 V/A™ MULTI LAMP DOWNLIGHTS
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1800 V/A™ Lamp Accessories & Options

LIGHT CONTROL ACCESSORIES 
AR111, PAR36, PAR30L and PAR30HID Lamps
❑ GL-1836-01-00 ea Skytex™ Spread Lens
❑ GL-1836-02-00 ea Solite™ Lens
❑ GL-1836-03-00 ea Industrex® Lens
❑ UV-1836-01-00 ea Optivex® UV Filter
❑ LV-1836-01-69 ea Honeycomb Louver 
❑ LV-1836-02-69 ea Crossblade Louver
❑ SN-1836-01-55 ea Snoot
Dichroic filters and colored glass accessories are available in a myriad of choices too extensive to list individually.
Please consult the factory for specifications and ordering information.

OPTIONAL FEATURES (SPECIFY FIXTURE CODE WHEN ORDERING)
❑ 18__CP ea 1800 V/A Custom Paint
❑ 18__RT ea 1800 V/A Round Trim (1811 only)
❑ 18__MW ea 1800 V/A Matte White Interior
❑ 18__TL ea 1800 V/A Trimless Fixture
❑ 18__MC ea 1800 V/A Multi-Circuiting (1812, 1813, 1814, 1815, 1816 and 1822 only)

(Multi-circuiting fabrication sheet required. See page 56)

Product Code U/M Description

MW MATTE WHITE INTERIOR

TL TRIMLESS FIXTURESRT ROUND TRIM (SINGLE UNITS)

CP CUSTOM PAINT
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1800 V/A™

• 12 volt lamp specification:
• 12 volt 50 watt Par 36 (SC base)

• Dimmable integral 12 volt electronic 
transformers standard in 120 or 277 volt

• Lamps can be positioned independently
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied 

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1811 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1800 V/A™ MULTI LAMP DOWNLIGHTS WITH 50W PAR36 LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

182250W PAR36 1811 - 1816

1813 SC HP 1 ST WH SHOWN WITH PAR36 LAMPS

AND SOLITE™ DIFFUSER

50 WATT PAR36 CELL

(50PAR36) 

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

SC
screw terminal

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

181
one row

182
two rows

1
2
3
4
5
6

2

HP
holder provided

8¹⁄₈"

7¹⁄₄"

10"

7¹⁄₄"

16¹⁄₈"

18"
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V/A™
1800 V/A™ MULTI LAMP DOWNLIGHTS WITH 50W PAR36 LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1811 1X1 V/A FIXTURE 1812 1X2 V/A FIXTURE 1813 1X3 V/A FIXTURE
1814 1X4 V/A FIXTURE 1815 1X5 V/A FIXTURE 1816 1X6 V/A FIXTURE
1822 2X2 V/A FIXTURE

❑ 18__SCHP1STWH ea 1800 V/A screw terminal base w/holder, 120V, standard white trim
❑ 18__SCHP1STBL ea 1800 V/A screw terminal base w/holder, 120V, standard black trim
❑ 18__SCHP1STTT ea 1800 V/A screw terminal base w/holder, 120V, standard titanium trim
❑ 18__SCHP1DTWH ea 1800 V/A screw terminal base w/holder, 120V, dimensional white trim
❑ 18__SCHP1DTBL ea 1800 V/A screw terminal base w/holder, 120V, dimensional black trim
❑ 18__SCHP1DTTT ea 1800 V/A screw terminal base w/holder, 120V, dimensional titanium trim
❑ 18__SCHP1DTSS ea 1800 V/A screw terminal base w/holder, 120V, dimensional stainless steel trim
❑ 18__SCHP1TLWH ea 1800 V/A screw terminal base w/holder, 120V, trimless white edge
❑ 18__SCHP1TLBL ea 1800 V/A screw terminal base w/holder, 120V, trimless black edge

❑ 18__SCHP2STWH ea 1800 V/A screw terminal base w/holder, 277V, standard white trim
❑ 18__SCHP2STBL ea 1800 V/A screw terminal base w/holder, 277V, standard black trim
❑ 18__SCHP2STTT ea 1800 V/A screw terminal base w/holder, 277V, standard titanium trim
❑ 18__SCHP2DTWH ea 1800 V/A screw terminal base w/holder, 277V, dimensional white trim
❑ 18__SCHP2DTBL ea 1800 V/A screw terminal base w/holder, 277V, dimensional black trim
❑ 18__SCHP2DTTT ea 1800 V/A screw terminal base w/holder, 277V, dimensional titanium trim
❑ 18__SCHP2DTSS ea 1800 V/A screw terminal base w/holder, 277V, dimensional stainless steel trim
❑ 18__SCHP2TLWH ea 1800 V/A screw terminal base w/holder, 277V, trimless white edge
❑ 18__SCHP2TLBL ea 1800 V/A screw terminal base w/holder, 277V, trimless black edge

LIGHT CONTROL ACCESSORIES 
❑ GL-1836-01-00 ea Skytex™ Spread Lens
❑ GL-1836-02-00 ea Solite™ Lens
❑ GL-1836-03-00 ea Industrex® Lens
❑ UV-1836-01-00 ea Optivex® UV Filter
❑ LV-1836-01-69 ea Honeycomb Louver 
❑ LV-1836-02-69 ea Crossblade Louver
❑ SN-1836-01-55 ea Snoot
Dichroic filters and colored glass accessories are available in a myriad of choices too extensive to list individually.
Please consult the factory for specifications and ordering information.

OPTIONAL FEATURES (SPECIFY FIXTURE CODE WHEN ORDERING)
❑ 18__CP ea 1800 V/A Custom Paint
❑ 18__RT ea 1800 V/A Round Trim (1811 only)
❑ 18__MW ea 1800 V/A Matte White Interior
❑ 18__TL ea 1800 V/A Trimless Fixture
❑ 18__MC ea 1800 V/A Multi-Circuiting (1812, 1813, 1814, 1815, 1816 and 1822 only)

(Multi-circuiting fabrication sheet required. See page 56)
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1800 V/A™

• 12 volt lamp specification:
• 75 watt Osram® AR111 (SC Base)

• Dimmable integral 12 volt electronic 
transformers, standard in 120 or 277 volt 

• Lamps can be positioned independently
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1811 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1800 V/A™ MULTI LAMP DOWNLIGHTS WITH 75W AR111 LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

182275W OSRAM® AR111 1811 - 1816

1813 SC HP 1 ST WH SHOWN WITH AR111 LAMPS

AND OPTIONAL SKYTEX™ TEMPERED SPREAD LENS

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

SC
screw terminal

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

181
one row

182
two rows

1
2
3
4
5
6

2

HP
holder provided

75 WATT AR111 CELL

(75AR111) 

7¹⁄₄"

16¹⁄₈"

18"

8¹⁄₈"

10"

7¹⁄₄"
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V/A™
1800 V/A™ MULTI LAMP DOWNLIGHTS WITH 75W AR111 LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1811 1X1 V/A FIXTURE 1812 1X2 V/A FIXTURE 1813 1X3 V/A FIXTURE
1814 1X4 V/A FIXTURE 1815 1X5 V/A FIXTURE 1816 1X6 V/A FIXTURE
1822 2X2 V/A FIXTURE

❑ 18__SCHP1STWH ea 1800 V/A screw terminal base w/holder, 120V, standard white trim
❑ 18__SCHP1STBL ea 1800 V/A screw terminal base w/holder, 120V, standard black trim
❑ 18__SCHP1STTT ea 1800 V/A screw terminal base w/holder, 120V, standard titanium trim
❑ 18__SCHP1DTWH ea 1800 V/A screw terminal base w/holder, 120V, dimensional white trim
❑ 18__SCHP1DTBL ea 1800 V/A screw terminal base w/holder, 120V, dimensional black trim
❑ 18__SCHP1DTTT ea 1800 V/A screw terminal base w/holder, 120V, dimensional titanium trim
❑ 18__SCHP1DTSS ea 1800 V/A screw terminal base w/holder, 120V, dimensional stainless steel trim
❑ 18__SCHP1TLWH ea 1800 V/A screw terminal base w/holder, 120V, trimless white edge
❑ 18__SCHP1TLBL ea 1800 V/A screw terminal base w/holder, 120V, trimless black edge

❑ 18__SCHP2STWH ea 1800 V/A screw terminal base w/holder, 277V, standard white trim
❑ 18__SCHP2STBL ea 1800 V/A screw terminal base w/holder, 277V, standard black trim
❑ 18__SCHP2STTT ea 1800 V/A screw terminal base w/holder, 277V, standard titanium trim
❑ 18__SCHP2DTWH ea 1800 V/A screw terminal base w/holder, 277V, dimensional white trim
❑ 18__SCHP2DTBL ea 1800 V/A screw terminal base w/holder, 277V, dimensional black trim
❑ 18__SCHP2DTTT ea 1800 V/A screw terminal base w/holder, 277V, dimensional titanium trim
❑ 18__SCHP2DTSS ea 1800 V/A screw terminal base w/holder, 277V, dimensional stainless steel trim
❑ 18__SCHP2TLWH ea 1800 V/A screw terminal base w/holder, 277V, trimless white edge
❑ 18__SCHP2TLBL ea 1800 V/A screw terminal base w/holder, 277V, trimless black edge

LIGHT CONTROL ACCESSORIES 
❑ GL-1836-01-00 ea Skytex™ Spread Lens
❑ GL-1836-02-00 ea Solite™ Lens
❑ GL-1836-03-00 ea Industrex® Lens
❑ UV-1836-01-00 ea Optivex® UV Filter
❑ LV-1836-01-69 ea Honeycomb Louver 
❑ LV-1836-02-69 ea Crossblade Louver
❑ SN-1836-01-55 ea Snoot
Dichroic filters and colored glass accessories are available in a myriad of choices too extensive to list individually.
Please consult the factory for specifications and ordering information.

OPTIONAL FEATURES (SPECIFY FIXTURE CODE WHEN ORDERING)
❑ 18__CP ea 1800 V/A Custom Paint
❑ 18__RT ea 1800 V/A Round Trim (1811 only)
❑ 18__MW ea 1800 V/A Matte White Interior
❑ 18__TL ea 1800 V/A Trimless Fixture
❑ 18__MC ea 1800 V/A Multi-Circuiting (1812, 1813, 1814, 1815, 1816 and 1822 only)

(Multi-circuiting fabrication sheet required. See page 56)
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1800 V/A™

• 120 volt lamp specification:
• 75 watt, Par 30 L series (MB base)

• Dimmable 120 volt 

• Lamps can be positioned independently
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• Optional CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1811 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1800 V/A™ MULTI LAMP DOWNLIGHTS WITH 75W PAR30L LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

182275W PAR 30 L 1811 - 1816

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

MB
medium base

1
120 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

181
one row

182
two rows

1
2
3
4
5
6

2

HP
holder provided

LH
less holder

75 WATT PAR30L CELL

(75PAR30L)

8¹⁄₈"

7¹⁄₄"

10"

7¹⁄₄"

16¹⁄₈"

18"

1813 MB LH 1 ST WH SHOWN WITH PAR30L LAMPS
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V/A™
1800 V/A™ MULTI LAMP DOWNLIGHTS WITH 75W PAR30L LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1811 1X1 V/A FIXTURE 1812 1X2 V/A FIXTURE 1813 1X3 V/A FIXTURE
1814 1X4 V/A FIXTURE 1815 1X5 V/A FIXTURE 1816 1X6 V/A FIXTURE
1822 2X2 V/A FIXTURE

❑ 18__MBHP1STWH ea 1800 V/A medium base w/holder, 120V, standard white trim
❑ 18__MBHP1STBL ea 1800 V/A medium base w/holder, 120V, standard black trim
❑ 18__MBHP1STTT ea 1800 V/A medium base w/holder, 120V, standard titanium trim
❑ 18__MBHP1DTWH ea 1800 V/A medium base w/holder, 120V, dimensional white trim
❑ 18__MBHP1DTBL ea 1800 V/A medium base w/holder, 120V, dimensional black trim
❑ 18__MBHP1DTTT ea 1800 V/A medium base w/holder, 120V, dimensional titanium trim
❑ 18__MBHP1DTSS ea 1800 V/A medium base w/holder, 120V, dimensional stainless steel trim
❑ 18__MBHP1TLWH ea 1800 V/A medium base w/holder, 120V, trimless white edge
❑ 18__MBHP1TLBL ea 1800 V/A medium base w/holder, 120V, trimless black edge

❑ 18__MBLH1STWH ea 1800 V/A medium base less holder, 120V, standard white trim
❑ 18__MBLH1STBL ea 1800 V/A medium base less holder, 120V, standard black trim
❑ 18__MBLH1STTT ea 1800 V/A medium base less holder, 120V, standard titanium trim
❑ 18__MBLH1DTWH ea 1800 V/A medium base less holder, 120V, dimensional white trim
❑ 18__MBLH1DTBL ea 1800 V/A medium base less holder, 120V, dimensional black trim
❑ 18__MBLH1DTTT ea 1800 V/A medium base less holder, 120V, dimensional titanium trim
❑ 18__MBLH1DTSS ea 1800 V/A medium base less holder, 120V, dimensional stainless steel trim
❑ 18__MBLH1TLWH ea 1800 V/A medium base less holder, 120V, trimless white edge
❑ 18__MBLH1TLBL ea 1800 V/A medium base less holder, 120V, trimless black edge

LIGHT CONTROL ACCESSORIES 
❑ GL-1836-01-00 ea Skytex™ Spread Lens
❑ GL-1836-02-00 ea Solite™ Lens
❑ GL-1836-03-00 ea Industrex® Lens
❑ UV-1836-01-00 ea Optivex® UV Filter
❑ LV-1836-01-69 ea Honeycomb Louver 
❑ LV-1836-02-69 ea Crossblade Louver
❑ SN-1836-01-55 ea Snoot
Dichroic filters and colored glass accessories are available in a myriad of choices too extensive to list individually.
Please consult the factory for specifications and ordering information.

OPTIONAL FEATURES (SPECIFY FIXTURE CODE WHEN ORDERING)
❑ 18__CP ea 1800 V/A Custom Paint
❑ 18__RT ea 1800 V/A Round Trim (1811 only)
❑ 18__MW ea 1800 V/A Matte White Interior
❑ 18__TL ea 1800 V/A Trimless Fixture
❑ 18__MC ea 1800 V/A Multi-Circuiting (1812, 1813, 1814, 1815, 1816 and 1822 only)

(Multi-circuiting fabrication sheet required. See page 56)
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1800 V/A™

• Metal Halide lamp specifications:
• 39 watt, Par 30 HID Metal Halide 

MasterColor™ (MH39 base)

• Electronic Ballast for Metal Halide fixtures, 
standard in 120 or 277 volt

• Lamps can be positioned independently
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• Optional CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1811 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1800 V/A™ MULTI LAMP DOWNLIGHTS WITH 39W PAR30 HID METAL HALIDE LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

182239W PAR30 HID 1811 - 1816

1813 MH39 LH 1 ST WH 
SHOWN WITH PAR30 HID LAMPS

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

MH39
39w metal halide
pulse rated

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

181
one row

182
two rows

1
2
3
4
5
6

2

HP
holder provided

LH
less holder

39 WATT PAR30 HID CELL

(39PAR30MH)

7¹⁄₄"

16¹⁄₈"

18"

8¹⁄₈"

7¹⁄₄"

10"
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1800 V/A™ MULTI LAMP DOWNLIGHTS WITH 39W PAR30 HID METAL HALIDE LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1811 1X1 V/A FIXTURE 1812 1X2 V/A FIXTURE 1813 1X3 V/A FIXTURE
1814 1X4 V/A FIXTURE 1815 1X5 V/A FIXTURE 1816 1X6 V/A FIXTURE
1822 2X2 V/A FIXTURE

❑ 18__MH39HP1STWH ea 1800 V/A metal halide pulse rated base w/holder, 120V, standard white trim
❑ 18__MH39HP1STBL ea 1800 V/A metal halide pulse rated base w/holder, 120V, standard black trim
❑ 18__MH39HP1STTT ea 1800 V/A metal halide pulse rated base w/holder, 120V, standard titanium trim
❑ 18__MH39HP1DTWH ea 1800 V/A metal halide pulse rated base w/holder, 120V, dimensional white trim
❑ 18__MH39HP1DTBL ea 1800 V/A metal halide pulse rated base w/holder, 120V, dimensional black trim
❑ 18__MH39HP1DTTT ea 1800 V/A metal halide pulse rated base w/holder, 120V, dimensional titanium trim
❑ 18__MH39HP1DTSS ea 1800 V/A metal halide pulse rated base w/holder, 120V, dimensional stainless steel trim
❑ 18__MH39HP1TLWH ea 1800 V/A metal halide pulse rated base w/holder, 120V, trimless white edge
❑ 18__MH39HP1TLBL ea 1800 V/A metal halide pulse rated base w/holder, 120V, trimless black edge

❑ 18__MH39HP2STWH ea 1800 V/A metal halide pulse rated base w/holder, 277V, standard white trim
❑ 18__MH39HP2STBL ea 1800 V/A metal halide pulse rated base w/holder, 277V, standard black trim
❑ 18__MH39HP2STTT ea 1800 V/A metal halide pulse rated base w/holder, 277V, standard titanium trim
❑ 18__MH39HP2DTWH ea 1800 V/A metal halide pulse rated base w/holder, 277V, dimensional white trim
❑ 18__MH39HP2DTBL ea 1800 V/A metal halide pulse rated base w/holder, 277V, dimensional black trim
❑ 18__MH39HP2DTTT ea 1800 V/A metal halide pulse rated base w/holder, 277V, dimensional titanium trim
❑ 18__MH39HP2DTSS ea 1800 V/A metal halide pulse rated base w/holder, 277V, dimensional stainless steel trim
❑ 18__MH39HP2TLWH ea 1800 V/A metal halide pulse rated base w/holder, 277V, trimless white edge
❑ 18__MH39HP2TLBL ea 1800 V/A metal halide pulse rated base w/holder, 277V, trimless black edge

❑ 18__MH39LH1STWH ea 1800 V/A metal halide pulse rated base less holder, 120V, standard white trim
❑ 18__MH39LH1STBL ea 1800 V/A metal halide pulse rated base less holder, 120V, standard black trim
❑ 18__MH39LH1STTT ea 1800 V/A metal halide pulse rated base less holder, 120V, standard titanium trim
❑ 18__MH39LH1DTWH ea 1800 V/A metal halide pulse rated base less holder, 120V, dimensional white trim
❑ 18__MH39LH1DTBL ea 1800 V/A metal halide pulse rated base less holder, 120V, dimensional black trim
❑ 18__MH39LH1DTTT ea 1800 V/A metal halide pulse rated base less holder, 120V, dimensional titanium trim
❑ 18__MH39LH1DTSS ea 1800 V/A metal halide pulse rated base less holder, 120V, dimensional stainless steel trim
❑ 18__MH39LH1TLWH ea 1800 V/A metal halide pulse rated base less holder, 120V, trimless white edge
❑ 18__MH39LH1TLBL ea 1800 V/A metal halide pulse rated base less holder, 120V, trimless black edge

❑ 18__MH39LH2STWH ea 1800 V/A metal halide pulse rated base less holder, 277V, standard white trim
❑ 18__MH39LH2STBL ea 1800 V/A metal halide pulse rated base less holder, 277V, standard black trim
❑ 18__MH39LH2STTT ea 1800 V/A metal halide pulse rated base less holder, 277V, standard titanium trim
❑ 18__MH39LH2DTWH ea 1800 V/A metal halide pulse rated base less holder, 277V, dimensional white trim
❑ 18__MH39LH2DTBL ea 1800 V/A metal halide pulse rated base less holder, 277V, dimensional black trim
❑ 18__MH39LH2DTTT ea 1800 V/A metal halide pulse rated base less holder, 277V, dimensional titanium trim
❑ 18__MH39LH2DTSS ea 1800 V/A metal halide pulse rated base less holder, 277V, dimensional stainless steel trim
❑ 18__MH39LH2TLWH ea 1800 V/A metal halide pulse rated base less holder, 277V, trimless white edge
❑ 18__MH39LH2TLBL ea 1800 V/A metal halide pulse rated base less holder, 277V, trimless black edge

PLEASE SEE PAGE 25 FOR LIGHT CONTROL ACCESSORIES AND OPTIONAL FEATURES
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1800 V/A™

• Metal Halide lamp specifications:
• 70 watt, Par 30 HID Metal Halide 

MasterColor™ (MH70 base)

• Electronic Ballast for Metal Halide fixtures, 
standard in 120 or 277 volt

• Lamps can be positioned independently
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• Optional CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1811 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1800 V/A™ MULTI LAMP DOWNLIGHTS WITH 70W PAR30 HID METAL HALIDE LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

182270W PAR30 HID 1811 - 1816

1813 MH70 LH 1 ST WH 
SHOWN WITH PAR30 HID LAMPS

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

MH70
70w metal halide
pulse rated

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

181
one row

182
two rows

1
2
3
4
5
6

2

HP
holder provided

LH
less holder

70 WATT PAR30 HID CELL

(70PAR30 MH)

7¹⁄₄"

16¹⁄₈"

18"

8¹⁄₈"

7¹⁄₄"

10"
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1800 V/A™ MULTI LAMP DOWNLIGHTS WITH 39W AND 70W PAR30 HID METAL HALIDE LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1811 1X1 V/A FIXTURE 1812 1X2 V/A FIXTURE 1813 1X3 V/A FIXTURE
1814 1X4 V/A FIXTURE 1815 1X5 V/A FIXTURE 1816 1X6 V/A FIXTURE
1822 2X2 V/A FIXTURE

❑ 18__MH70HP1STWH ea 1800 V/A metal halide pulse rated base w/holder, 120V, standard white trim
❑ 18__MH70HP1STBL ea 1800 V/A metal halide pulse rated base w/holder, 120V, standard black trim
❑ 18__MH70HP1STTT ea 1800 V/A metal halide pulse rated base w/holder, 120V, standard titanium trim
❑ 18__MH70HP1DTWH ea 1800 V/A metal halide pulse rated base w/holder, 120V, dimensional white trim
❑ 18__MH70HP1DTBL ea 1800 V/A metal halide pulse rated base w/holder, 120V, dimensional black trim
❑ 18__MH70HP1DTTT ea 1800 V/A metal halide pulse rated base w/holder, 120V, dimensional titanium trim
❑ 18__MH70HP1DTSS ea 1800 V/A metal halide pulse rated base w/holder, 120V, dimensional stainless steel trim
❑ 18__MH70HP1TLWH ea 1800 V/A metal halide pulse rated base w/holder, 120V, trimless white edge
❑ 18__MH70HP1TLBL ea 1800 V/A metal halide pulse rated base w/holder, 120V, trimless black edge

ea
❑ 18__MH70HP2STWH ea 1800 V/A metal halide pulse rated base w/holder, 277V, standard white trim
❑ 18__MH70HP2STBL ea 1800 V/A metal halide pulse rated base w/holder, 277V, standard black trim
❑ 18__MH70HP2STTT ea 1800 V/A metal halide pulse rated base w/holder, 277V, standard titanium trim
❑ 18__MH70HP2DTWH ea 1800 V/A metal halide pulse rated base w/holder, 277V, dimensional white trim
❑ 18__MH70HP2DTBL ea 1800 V/A metal halide pulse rated base w/holder, 277V, dimensional black trim
❑ 18__MH70HP2DTTT ea 1800 V/A metal halide pulse rated base w/holder, 277V, dimensional titanium trim
❑ 18__MH70HP2DTSS ea 1800 V/A metal halide pulse rated base w/holder, 277V, dimensional stainless steel trim
❑ 18__MH70HP2TLWH ea 1800 V/A metal halide pulse rated base w/holder, 277V, trimless white edge
❑ 18__MH70HP2TLBL ea 1800 V/A metal halide pulse rated base w/holder, 277V, trimless black edge

ea
❑ 18__MH70LH1STWH ea 1800 V/A metal halide pulse rated base less holder, 120V, standard white trim
❑ 18__MH70LH1STBL ea 1800 V/A metal halide pulse rated base less holder, 120V, standard black trim
❑ 18__MH70LH1STTT ea 1800 V/A metal halide pulse rated base less holder, 120V, standard titanium trim
❑ 18__MH70LH1DTWH ea 1800 V/A metal halide pulse rated base less holder, 120V, dimensional white trim
❑ 18__MH70LH1DTBL ea 1800 V/A metal halide pulse rated base less holder, 120V, dimensional black trim
❑ 18__MH70LH1DTTT ea 1800 V/A metal halide pulse rated base less holder, 120V, dimensional titanium trim
❑ 18__MH70LH1DTSS ea 1800 V/A metal halide pulse rated base less holder, 120V, dimensional stainless steel trim
❑ 18__MH70LH1TLWH ea 1800 V/A metal halide pulse rated base less holder, 120V, trimless white edge
❑ 18__MH70LH1TLBL ea 1800 V/A metal halide pulse rated base less holder, 120V, trimless black edge

ea
❑ 18__MH70LH2STWH ea 1800 V/A metal halide pulse rated base less holder, 277V, standard white trim
❑ 18__MH70LH2STBL ea 1800 V/A metal halide pulse rated base less holder, 277V, standard black trim
❑ 18__MH70LH2STTT ea 1800 V/A metal halide pulse rated base less holder, 277V, standard titanium trim
❑ 18__MH70LH2DTWH ea 1800 V/A metal halide pulse rated base less holder, 277V, dimensional white trim
❑ 18__MH70LH2DTBL ea 1800 V/A metal halide pulse rated base less holder, 277V, dimensional black trim
❑ 18__MH70LH2DTTT ea 1800 V/A metal halide pulse rated base less holder, 277V, dimensional titanium trim
❑ 18__MH70LH2DTSS ea 1800 V/A metal halide pulse rated base less holder, 277V, dimensional stainless steel trim
❑ 18__MH70LH2TLWH ea 1800 V/A metal halide pulse rated base less holder, 277V, trimless white edge
❑ 18__MH70LH2TLBL ea 1800 V/A metal halide pulse rated base less holder, 277V, trimless black edge

PLEASE SEE PAGE 25 FOR LIGHT CONTROL ACCESSORIES AND OPTIONAL FEATURES
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1800 V/A™ Hybrid System™

• Lamp specifications:
• 12 volt 50 watt Par 36 (SC base)
• 75 watt Osram® AR111 (SC Base)
• 75 watt, Par 30 L series (MB base)
• 39 watt, Par 30 HID Metal Halide MasterColor™ (MH39 base)
• 70 watt, Par 30 HID Metal Halide MasterColor™ (MH70 base)

• All input voltage must be the same

• Lamps can be positioned independently 
within a 30˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Multi Circuiting (MC) Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1800 V/A™ HYBRID SYSTEM™ MULTI LAMP DOWNLIGHTS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

F O R E X A M P L E

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

HBD
hybrid fixture

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE* TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

181
one row

182
two rows

2
3
4
5
6

2

HP
holder provided

*ALL INPUT VOLTAGE MUST BE THE SAME

75AR111 75AR11170PAR30MH

18221811 - 1816

7¹⁄₄"

16¹⁄₈"

18"

8¹⁄₈"

7¹⁄₄"

10"



Cell 1 Cell 2

Circuit# Circuit#

Cell 3 Cell 4

Circuit# Circuit#

Cell 1 Cell 2 Cell 3 Cell 4 Cell 5 Cell 6

Circuit# Circuit# Circuit# Circuit# Circuit# Circuit#
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1800 V/A™ Hybrid System™
1800 V/A™ HYBRID SYSTEM™ MULTI LAMP DOWNLIGHTS

CELL DESIGNATIONS (PLAN VIEW)
Indicate choice of lamp cell in appropriate space for manufacturing and fabrication

FIXTURE NUMBER (selected from ordering format)

OPTIONAL FEATURES
(refer to page 25)

❑ MW - matte white interior

❑ CP - custom paint

❑ TL - trimless fixture

❑ MC - multi circuiting

75PAR30
(120 VOLT ONLY)

70PAR30MH

75AR11150PAR36

1800 V/A™ AVA I L A B L E C E L L S

39PAR30MH
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1800 V/A™ Hybrid System™
1800 V/A™ HYBRID SYSTEM™ MULTI LAMP DOWNLIGHTS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1812 1X2 V/A FIXTURE 1813 1X3 V/A FIXTURE 1814 1X4 V/A FIXTURE
1815 1X5 V/A FIXTURE 1816 1X6 V/A FIXTURE

❑ 18__HBDHP1STWH ea 1800 V/A Hybrid fixture 1 row w/holder, 120V, standard white trim
❑ 18__HBDHP1STBL ea 1800 V/A Hybrid fixture 1 row w/holder, 120V, standard black trim
❑ 18__HBDHP1STTT ea 1800 V/A Hybrid fixture 1 row w/holder, 120V, standard titanium trim
❑ 18__HBDHP1DTWH ea 1800 V/A Hybrid fixture 1 row w/holder, 120V, dimensional white trim
❑ 18__HBDHP1DTBL ea 1800 V/A Hybrid fixture 1 row w/holder, 120V, dimensional black trim
❑ 18__HBDHP1DTTT ea 1800 V/A Hybrid fixture 1 row w/holder, 120V, dimensional titanium trim
❑ 18__HBDHP1DTSS ea 1800 V/A Hybrid fixture 1 row w/holder, 120V, dimensional stainless steel trim
❑ 18__HBDHP1TLWH ea 1800 V/A Hybrid fixture 1 row w/holder, 120V, trimless white edge
❑ 18__HBDHP1TLBL ea 1800 V/A Hybrid fixture 1 row w/holder, 120V, trimless black edge

❑ 18__HBDHP2STWH ea 1800 V/A Hybrid fixture 1 row w/holder, 277V, standard white trim
❑ 18__HBDHP2STBL ea 1800 V/A Hybrid fixture 1 row w/holder, 277V, standard black trim
❑ 18__HBDHP2STTT ea 1800 V/A Hybrid fixture 1 row w/holder, 277V, standard titanium trim
❑ 18__HBDHP2DTWH ea 1800 V/A Hybrid fixture 1 row w/holder, 277V, dimensional white trim
❑ 18__HBDHP2DTBL ea 1800 V/A Hybrid fixture 1 row w/holder, 277V, dimensional black trim
❑ 18__HBDHP2DTTT ea 1800 V/A Hybrid fixture 1 row w/holder, 277V, dimensional titanium trim
❑ 18__HBDHP2DTSS ea 1800 V/A Hybrid fixture 1 row w/holder, 277V, dimensional stainless steel trim
❑ 18__HBDHP2TLWH ea 1800 V/A Hybrid fixture 1 row w/holder, 277V, trimless white edge
❑ 18__HBDHP2TLBL ea 1800 V/A Hybrid fixture 1 row w/holder, 277V, trimless black edge

PLEASE SEE PAGE 25 FOR LIGHT CONTROL ACCESSORIES AND OPTIONAL FEATURES

CELL DESIGNATIONS (PLAN VIEW)
Indicate choice of lamp cell in appropriate space for manufacturing and fabrication

1800 HYBRID SYSTEM LAMP CELLS
❑ 50PAR36 ea 1800 Lamp Cell - 50W PAR36
❑ 75AR111 ea 1800 Lamp Cell - 75W Osram AR111
❑ 75PAR30 ea 1800 Lamp Cell - 75W PAR30 (120 Volt only)
❑ 39PAR30MH ea 1800 Lamp Cell - 39W PAR30 Metal Halide
❑ 70PAR30MH ea 1800 Lamp Cell - 70W PAR30 Metal Halide

Cell 1 Cell 2 Cell 3 Cell 4 Cell 5 Cell 6

Circuit# Circuit# Circuit# Circuit# Circuit# Circuit#
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1800 V/A™ Hybrid System™
1800 V/A™ HYBRID SYSTEM™ MULTI LAMP DOWNLIGHTS

Product Code U/M Description

❑ 1822HBDHP1STWH ea 1800 V/A Hybrid fixture 2 row w/holder, 120V, standard white trim
❑ 1822HBDHP1STBL ea 1800 V/A Hybrid fixture 2 row w/holder, 120V, standard black trim
❑ 1822HBDHP1STTT ea 1800 V/A Hybrid fixture 2 row w/holder, 120V, standard titanium trim
❑ 1822HBDHP1DTWH ea 1800 V/A Hybrid fixture 2 row w/holder, 120V, dimensional white trim
❑ 1822HBDHP1DTBL ea 1800 V/A Hybrid fixture 2 row w/holder, 120V, dimensional black trim
❑ 1822HBDHP1DTTT ea 1800 V/A Hybrid fixture 2 row w/holder, 120V, dimensional titanium trim
❑ 1822HBDHP1DTSS ea 1800 V/A Hybrid fixture 2 row w/holder, 120V, dimensional stainless steel trim
❑ 1822HBDHP1TLWH ea 1800 V/A Hybrid fixture 2 row w/holder, 120V, trimless white edge
❑ 1822HBDHP1TLBL ea 1800 V/A Hybrid fixture 2 row w/holder, 120V, trimless black edge

❑ 1822HBDHP2STWH ea 1800 V/A Hybrid fixture 2 row w/holder, 277V, standard white trim
❑ 1822HBDHP2STBL ea 1800 V/A Hybrid fixture 2 row w/holder, 277V, standard black trim
❑ 1822HBDHP2STTT ea 1800 V/A Hybrid fixture 2 row w/holder, 277V, standard titanium trim
❑ 1822HBDHP2DTWH ea 1800 V/A Hybrid fixture 2 row w/holder, 277V, dimensional white trim
❑ 1822HBDHP2DTBL ea 1800 V/A Hybrid fixture 2 row w/holder, 277V, dimensional black trim
❑ 1822HBDHP2DTTT ea 1800 V/A Hybrid fixture 2 row w/holder, 277V, dimensional titanium trim
❑ 1822HBDHP2DTSS ea 1800 V/A Hybrid fixture 2 row w/holder, 277V, dimensional stainless steel trim
❑ 1822HBDHP2TLWH ea 1800 V/A Hybrid fixture 2 row w/holder, 277V, trimless white edge
❑ 1822HBDHP2TLBL ea 1800 V/A Hybrid fixture 2 row w/holder, 277V, trimless black edge

PLEASE SEE PAGE 25 FOR LIGHT CONTROL ACCESSORIES AND OPTIONAL FEATURES

CELL DESIGNATIONS (PLAN VIEW)
Indicate choice of lamp cell in appropriate space for manufacturing and fabrication

1800 HYBRID SYSTEM LAMP CELLS
❑ 50PAR36 ea 1800 Lamp Cell - 50W PAR36
❑ 75AR111 ea 1800 Lamp Cell - 75W Osram AR111
❑ 75PAR30 ea 1800 Lamp Cell - 75W PAR30 (120 Volt only)
❑ 39PAR30MH ea 1800 Lamp Cell - 39W PAR30 Metal Halide
❑ 70PAR30MH ea 1800 Lamp Cell - 70W PAR30 Metal Halide

Cell 1 Cell 2

Circuit# Circuit#

Cell 3 Cell 4

Circuit# Circuit#
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1922 FOUR LAMP FIXTURE 26¹⁄₂"L 20¹⁄₂"W 9³⁄₄"H 18³⁄₄"L 18³⁄₄"W

RECESS MH: 26¹⁄₂"L 20¹⁄₂"W 12"H

1916 SIX LAMP FIXTURE 63¹⁄₄"L 11¹⁄₄"W 9³⁄₄"H 55¹⁄₂"L 9¹⁄₂"W 

RECESS MH: 63¹⁄₄"L 11¹⁄₄"W 12"H

1915 FIVE LAMP FIXTURE 54¹⁄₈"L 11¹⁄₄"W 9³⁄₄"H 46¹⁄₂"L 9¹⁄₂"W 

RECESS MH: 54¹⁄₈"L 11¹⁄₄"W 12"H

1914 FOUR LAMP FIXTURE 44⁷⁄₈"L 11¹⁄₄"W 9³⁄₄"H 37¹⁄₈"L 9¹⁄₂"W  

RECESS MH: 44⁷⁄₈"L 11¹⁄₄"W 12"H

1913 THREE LAMP FIXTURE 35³⁄₄"L 11¹⁄₄"W 9³⁄₄"H 28"L 9¹⁄₂"W

RECESS MH: 35³⁄₄"L 11¹⁄₄"W 12"H

1912 TWO LAMP FIXTURE 26¹⁄₂"L 11¹⁄₄"W 9³⁄₄"H 18³⁄₄"L 9¹⁄₂"W 

RECESS MH: 26¹⁄₂"L 11¹⁄₄"W 12"H

1911 ONE LAMP FIXTURE 17¹⁄₄"L 11¹⁄₄"W 9³⁄₄"H 9¹⁄₂"L 9¹⁄₂"W 

RECESS MH: 17¹⁄₄"L 11¹⁄₄"W 12"H

1922 CROSS SECTION1911-1916 CROSS SECTION

1900 V/A™ MULTI LAMP DOWNLIGHTS

9₃⁄₄"

24"

18₉⁄₁₆"

35°

17¹⁄₈"

11₅⁄₁₆"

20₃⁄₈"

35°

11₅⁄₁₆"9₃⁄₄"

14¹₃⁄₁₆"

9 ₅⁄₁₆"

11₃⁄₁₆"

7 ₁₅⁄₁₆"

35 ₅⁄₈"

39₁⁄₄"

3₁⁄₈"

35°

26 ₃⁄₈"

29 ₅⁄₈"

27 ₅⁄₈"

11₅⁄₁₆"

Fixture Recess Cutout

1900 V/A™ MULTI LAMP DOWNLIGHTS
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1900 V/A™ Lamp Accessories & Options

LIGHT CONTROL ACCESSORIES 
PAR38 and PAR38HID lamps only
❑ GL-1938-01-00 ea Skytex™ Spread Lens
❑ GL-1938-02-00 ea Solite™ Lens
❑ GL-1938-03-00 ea Industrex® Lens
❑ UV-1938-01-00 ea Optivex® UV Filter
❑ LV-1938-01-69 ea Honeycomb Louver 
❑ LV-1938-02-69 ea Crossblade Louver
❑ SN-1938-01-55 ea Snoot
Dichroic filters and colored glass accessories are available in a myriad of choices too extensive to list individually.
Please consult the factory for specifications and ordering information.

OPTIONAL FEATURES (SPECIFY FIXTURE CODE WHEN ORDERING)
❑ 19__CP ea 1900 V/A Custom Paint
❑ 19__RT ea 1900 V/A Round Trim (1911 only)
❑ 19__MW ea 1900 V/A Matte White Interior
❑ 19__TL ea 1900 V/A Trimless Fixture
❑ 19__MC ea 1900 V/A Multi-Circuiting (1912, 1913, 1914, 1915, 1916 and 1922 only)

(Multi-circuiting fabrication sheet required. See page 56)

Product Code U/M Description

MW MATTE WHITE INTERIOR

TL TRIMLESS FIXTURESRT ROUND TRIM (SINGLE UNITS)

CP CUSTOM PAINT
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1900 V/A™

• 120 volt lamp specification:
• 150 watt (maximum), Par 38 (MB base)

• Dimmable 120 volt

• Lamps can be positioned independently
within a 35˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• Optional CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1911 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1900 V/A™ MULTI LAMP DOWNLIGHTS WITH 150W (MAX) PAR38 LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

1922PAR38 1911 - 1916

9 ₅⁄₁₆"

9₃⁄₄"

11₃⁄₁₆"

1913 MB LH 1 ST WH SHOWN WITH PAR38 LAMPS

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

MB
medium base

1
120 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

191
one row

192
two rows

1
2
3
4
5
6

2

HP
holder provided

LH
less holder

150 WATT PAR38 CELL

(150PAR38)

9₃⁄₄"

18 ₉⁄₁₆"

20₃⁄₈"
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V/A™
1900 V/A™ MULTI LAMP DOWNLIGHTS WITH 150W (MAX) PAR38 LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1911 1X1 V/A FIXTURE 1912 1X2 V/A FIXTURE 1913 1X3 V/A FIXTURE
1914 1X4 V/A FIXTURE 1915 1X5 V/A FIXTURE 1916 1X6 V/A FIXTURE
1922 2X2 V/A FIXTURE

❑ 19__MBHP1STWH ea 1900 V/A medium base w/holder, 120V, standard white trim
❑ 19__MBHP1STBL ea 1900 V/A medium base w/holder, 120V, standard black trim
❑ 19__MBHP1STTT ea 1900 V/A medium base w/holder, 120V, standard titanium trim
❑ 19__MBHP1DTWH ea 1900 V/A medium base w/holder, 120V, dimensional white trim
❑ 19__MBHP1DTBL ea 1900 V/A medium base w/holder, 120V, dimensional black trim
❑ 19__MBHP1DTTT ea 1900 V/A medium base w/holder, 120V, dimensional titanium trim
❑ 19__MBHP1DTSS ea 1900 V/A medium base w/holder, 120V, dimensional stainless steel trim
❑ 19__MBHP1TLWH ea 1900 V/A medium base w/holder, 120V, trimless white edge
❑ 19__MBHP1TLBL ea 1900 V/A medium base w/holder, 120V, trimless black edge

❑ 19__MBLH1STWH ea 1900 V/A medium base less holder, 120V, standard white trim
❑ 19__MBLH1STBL ea 1900 V/A medium base less holder, 120V, standard black trim
❑ 19__MBLH1STTT ea 1900 V/A medium base less holder, 120V, standard titanium trim
❑ 19__MBLH1DTWH ea 1900 V/A medium base less holder, 120V, dimensional white trim
❑ 19__MBLH1DTBL ea 1900 V/A medium base less holder, 120V, dimensional black trim
❑ 19__MBLH1DTTT ea 1900 V/A medium base less holder, 120V, dimensional titanium trim
❑ 19__MBLH1DTSS ea 1900 V/A medium base less holder, 120V, dimensional stainless steel trim
❑ 19__MBLH1TLWH ea 1900 V/A medium base less holder, 120V, trimless white edge
❑ 19__MBLH1TLBL ea 1900 V/A medium base less holder, 120V, trimless black edge

LIGHT CONTROL ACCESSORIES 
❑ GL-1938-01-00 ea Skytex™ Spread Lens
❑ GL-1938-02-00 ea Solite™ Lens
❑ GL-1938-03-00 ea Industrex® Lens
❑ UV-1938-01-00 ea Optivex® UV Filter
❑ LV-1938-01-69 ea Honeycomb Louver 
❑ LV-1938-02-69 ea Crossblade Louver
❑ SN-1938-01-55 ea Snoot
Dichroic filters and colored glass accessories are available in a myriad of choices too extensive to list individually.
Please consult the factory for specifications and ordering information.

OPTIONAL FEATURES (SPECIFY FIXTURE CODE WHEN ORDERING)
❑ 19__CP ea 1900 V/A Custom Paint
❑ 19__RT ea 1900 V/A Round Trim (1911 only)
❑ 19__MW ea 1900 V/A Matte White Interior
❑ 19__TL ea 1900 V/A Trimless Fixture
❑ 19__MC ea 1900 V/A Multi-Circuiting (1912, 1913, 1914, 1915, 1916 and 1922 only)

(Multi-circuiting fabrication sheet required. See page 56)
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1900 V/A™

• Metal Halide lamp specification:
• 70 watt, Par 38 HID Metal Halide 

MasterColor™ (MH70 Base)

• Electronic Ballast, for Metal Halide fixtures, 
standard in 120 or 277 volt

• Lamps can be positioned independently
within a 35˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• Optional CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1911 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1900 V/A™ MULTI LAMP DOWNLIGHTS WITH 70W PAR38HID METAL HALIDE LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

192270W PAR38 HID 1911 - 1916

70W PAR38 HID CELL
(70PAR38MH)

11³⁄₁₆"

9⁵⁄₁₆"

MH

11⁵⁄₁₆"

20³⁄₈"

18⁹⁄₁₆"

MH MH

9 ³⁄₄"
11⁵⁄₁₆"

9₃⁄₁₆"

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

MH70
70w metal halide
pulse rated

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

191
one row

192
two rows

1
2
3
4
5
6

2

HP
holder provided

LH
less holder

1913 MH70 HP 1 ST WH SHOWN WITH PAR38 HID LAMPS



BELFER LIGHTING FOR ARCHITECTURE

T E L : ( 7 3 2 )  4 9 3 - 2 6 6 6   .   FA X : ( 7 3 2 )  4 9 3 - 2 9 4 1   .    w w w.b e l f e r.c o m 45

V
/A

V/A™
1900 V/A™ MULTI LAMP DOWNLIGHTS WITH 70W PAR38HID METAL HALIDE LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1911 1X1 V/A FIXTURE 1912 1X2 V/A FIXTURE 1913 1X3 V/A FIXTURE
1914 1X4 V/A FIXTURE 1915 1X5 V/A FIXTURE 1916 1X6 V/A FIXTURE
1922 2X2 V/A FIXTURE

❑ 19__MH70HP1STWH ea 1900 V/A metal halide pulse rated base w/holder, 120V, standard white trim
❑ 19__MH70HP1STBL ea 1900 V/A metal halide pulse rated base w/holder, 120V, standard black trim
❑ 19__MH70HP1STTT ea 1900 V/A metal halide pulse rated base w/holder, 120V, standard titanium trim
❑ 19__MH70HP1DTWH ea 1900 V/A metal halide pulse rated base w/holder, 120V, dimensional white trim
❑ 19__MH70HP1DTBL ea 1900 V/A metal halide pulse rated base w/holder, 120V, dimensional black trim
❑ 19__MH70HP1DTTT ea 1900 V/A metal halide pulse rated base w/holder, 120V, dimensional titanium trim
❑ 19__MH70HP1DTSS ea 1900 V/A metal halide pulse rated base w/holder, 120V, dimensional stainless steel trim
❑ 19__MH70HP1TLWH ea 1900 V/A metal halide pulse rated base w/holder, 120V, trimless white edge
❑ 19__MH70HP1TLBL ea 1900 V/A metal halide pulse rated base w/holder, 120V, trimless black edge

❑ 19__MH70HP2STWH ea 1900 V/A metal halide pulse rated base w/holder, 277V, standard white trim
❑ 19__MH70HP2STBL ea 1900 V/A metal halide pulse rated base w/holder, 277V, standard black trim
❑ 19__MH70HP2STTT ea 1900 V/A metal halide pulse rated base w/holder, 277V, standard titanium trim
❑ 19__MH70HP2DTWH ea 1900 V/A metal halide pulse rated base w/holder, 277V, dimensional white trim
❑ 19__MH70HP2DTBL ea 1900 V/A metal halide pulse rated base w/holder, 277V, dimensional black trim
❑ 19__MH70HP2DTTT ea 1900 V/A metal halide pulse rated base w/holder, 277V, dimensional titanium trim
❑ 19__MH70HP2DTSS ea 1900 V/A metal halide pulse rated base w/holder, 277V, dimensional stainless steel trim
❑ 19__MH70HP2TLWH ea 1900 V/A metal halide pulse rated base w/holder, 277V, trimless white edge
❑ 19__MH70HP2TLBL ea 1900 V/A metal halide pulse rated base w/holder, 277V, trimless black edge

❑ 19__MH70LH1STWH ea 1900 V/A metal halide pulse rated base less holder, 120V, standard white trim
❑ 19__MH70LH1STBL ea 1900 V/A metal halide pulse rated base less holder, 120V, standard black trim
❑ 19__MH70LH1STTT ea 1900 V/A metal halide pulse rated base less holder, 120V, standard titanium trim
❑ 19__MH70LH1DTWH ea 1900 V/A metal halide pulse rated base less holder, 120V, dimensional white trim
❑ 19__MH70LH1DTBL ea 1900 V/A metal halide pulse rated base less holder, 120V, dimensional black trim
❑ 19__MH70LH1DTTT ea 1900 V/A metal halide pulse rated base less holder, 120V, dimensional titanium trim
❑ 19__MH70LH1DTSS ea 1900 V/A metal halide pulse rated base less holder, 120V, dimensional stainless steel trim
❑ 19__MH70LH1TLWH ea 1900 V/A metal halide pulse rated base less holder, 120V, trimless white edge
❑ 19__MH70LH1TLBL ea 1900 V/A metal halide pulse rated base less holder, 120V, trimless black edge

❑ 19__MH70LH2STWH ea 1900 V/A metal halide pulse rated base less holder, 277V, standard white trim
❑ 19__MH70LH2STBL ea 1900 V/A metal halide pulse rated base less holder, 277V, standard black trim
❑ 19__MH70LH2STTT ea 1900 V/A metal halide pulse rated base less holder, 277V, standard titanium trim
❑ 19__MH70LH2DTWH ea 1900 V/A metal halide pulse rated base less holder, 277V, dimensional white trim
❑ 19__MH70LH2DTBL ea 1900 V/A metal halide pulse rated base less holder, 277V, dimensional black trim
❑ 19__MH70LH2DTTT ea 1900 V/A metal halide pulse rated base less holder, 277V, dimensional titanium trim
❑ 19__MH70LH2DTSS ea 1900 V/A metal halide pulse rated base less holder, 277V, dimensional stainless steel trim
❑ 19__MH70LH2TLWH ea 1900 V/A metal halide pulse rated base less holder, 277V, trimless white edge
❑ 19__MH70LH2TLBL ea 1900 V/A metal halide pulse rated base less holder, 277V, trimless black edge

PLEASE SEE PAGE 41 FOR LIGHT CONTROL ACCESSORIES AND OPTIONAL FEATURES
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1900 V/A™

• Metal Halide lamp specification:
• 100 watt, Par 38 HID Metal Halide 

MasterColor™ (MH10 Base)

• Electronic Ballast, for Metal Halide fixtures, 
standard in 120 or 277 volt

• Lamps can be positioned independently
within a 35˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• Optional CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1911 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1900 V/A™ MULTI LAMP DOWNLIGHTS WITH 100W PAR38HID METAL HALIDE LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

1922100W PAR38 HID 1911 - 1916
11³⁄₁₆"

9⁵⁄₁₆"

MH

11⁵⁄₁₆"

20³⁄₈"

18⁹⁄₁₆"

MH MH

9 ³⁄₄"
11⁵⁄₁₆"

9₃⁄₁₆"

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

MH10
100w metal halide
pulse rated 

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

191
one row

192
two rows

1
2
3
4
5
6

2

HP
holder provided

LH
less holder

100W PAR38 HID CELL
(100PAR38MH)

1913 MH10 HP 1 ST WH SHOWN WITH PAR38 HID LAMPS
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1900 V/A™ MULTI LAMP DOWNLIGHTS WITH 100W PAR38HID METAL HALIDE LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1911 1X1 V/A FIXTURE 1912 1X2 V/A FIXTURE 1913 1X3 V/A FIXTURE
1914 1X4 V/A FIXTURE 1915 1X5 V/A FIXTURE 1916 1X6 V/A FIXTURE
1922 2X2 V/A FIXTURE

❑ 19__MH10HP1STWH ea 1900 V/A metal halide pulse rated base w/holder, 120V, standard white trim
❑ 19__MH10HP1STBL ea 1900 V/A metal halide pulse rated base w/holder, 120V, standard black trim
❑ 19__MH10HP1STTT ea 1900 V/A metal halide pulse rated base w/holder, 120V, standard titanium trim
❑ 19__MH10HP1DTWH ea 1900 V/A metal halide pulse rated base w/holder, 120V, dimensional white trim
❑ 19__MH10HP1DTBL ea 1900 V/A metal halide pulse rated base w/holder, 120V, dimensional black trim
❑ 19__MH10HP1DTTT ea 1900 V/A metal halide pulse rated base w/holder, 120V, dimensional titanium trim
❑ 19__MH10HP1DTSS ea 1900 V/A metal halide pulse rated base w/holder, 120V, dimensional stainless steel trim
❑ 19__MH10HP1TLWH ea 1900 V/A metal halide pulse rated base w/holder, 120V, trimless white edge
❑ 19__MH10HP1TLBL ea 1900 V/A metal halide pulse rated base w/holder, 120V, trimless black edge

ea
❑ 19__MH10HP2STWH ea 1900 V/A metal halide pulse rated base w/holder, 277V, standard white trim
❑ 19__MH10HP2STBL ea 1900 V/A metal halide pulse rated base w/holder, 277V, standard black trim
❑ 19__MH10HP2STTT ea 1900 V/A metal halide pulse rated base w/holder, 277V, standard titanium trim
❑ 19__MH10HP2DTWH ea 1900 V/A metal halide pulse rated base w/holder, 277V, dimensional white trim
❑ 19__MH10HP2DTBL ea 1900 V/A metal halide pulse rated base w/holder, 277V, dimensional black trim
❑ 19__MH10HP2DTTT ea 1900 V/A metal halide pulse rated base w/holder, 277V, dimensional titanium trim
❑ 19__MH10HP2DTSS ea 1900 V/A metal halide pulse rated base w/holder, 277V, dimensional stainless steel trim
❑ 19__MH10HP2TLWH ea 1900 V/A metal halide pulse rated base w/holder, 277V, trimless white edge
❑ 19__MH10HP2TLBL ea 1900 V/A metal halide pulse rated base w/holder, 277V, trimless black edge

ea
❑ 19__MH10LH1STWH ea 1900 V/A metal halide pulse rated base less holder, 120V, standard white trim
❑ 19__MH10LH1STBL ea 1900 V/A metal halide pulse rated base less holder, 120V, standard black trim
❑ 19__MH10LH1STTT ea 1900 V/A metal halide pulse rated base less holder, 120V, standard titanium trim
❑ 19__MH10LH1DTWH ea 1900 V/A metal halide pulse rated base less holder, 120V, dimensional white trim
❑ 19__MH10LH1DTBL ea 1900 V/A metal halide pulse rated base less holder, 120V, dimensional black trim
❑ 19__MH10LH1DTTT ea 1900 V/A metal halide pulse rated base less holder, 120V, dimensional titanium trim
❑ 19__MH10LH1DTSS ea 1900 V/A metal halide pulse rated base less holder, 120V, dimensional stainless steel trim
❑ 19__MH10LH1TLWH ea 1900 V/A metal halide pulse rated base less holder, 120V, trimless white edge
❑ 19__MH10LH1TLBL ea 1900 V/A metal halide pulse rated base less holder, 120V, trimless black edge

ea
❑ 19__MH10LH2STWH ea 1900 V/A metal halide pulse rated base less holder, 277V, standard white trim
❑ 19__MH10LH2STBL ea 1900 V/A metal halide pulse rated base less holder, 277V, standard black trim
❑ 19__MH10LH2STTT ea 1900 V/A metal halide pulse rated base less holder, 277V, standard titanium trim
❑ 19__MH10LH2DTWH ea 1900 V/A metal halide pulse rated base less holder, 277V, dimensional white trim
❑ 19__MH10LH2DTBL ea 1900 V/A metal halide pulse rated base less holder, 277V, dimensional black trim
❑ 19__MH10LH2DTTT ea 1900 V/A metal halide pulse rated base less holder, 277V, dimensional titanium trim
❑ 19__MH10LH2DTSS ea 1900 V/A metal halide pulse rated base less holder, 277V, dimensional stainless steel trim
❑ 19__MH10LH2TLWH ea 1900 V/A metal halide pulse rated base less holder, 277V, trimless white edge
❑ 19__MH10LH2TLBL ea 1900 V/A metal halide pulse rated base less holder, 277V, trimless black edge

PLEASE SEE PAGE 41 FOR LIGHT CONTROL ACCESSORIES AND OPTIONAL FEATURES
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1900 V/A™

• Metal Halide lamp specification:
• 150 watt, Par 38 HID Metal Halide 

MasterColor™ (MH15 Base)

• Electronic Ballast, for Metal Halide fixtures, 
standard in 120 or 277 volt

• Lamps can be positioned independently
within a 35˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• Optional CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Round Trim (RT) (1911 only) Multi Circuiting (MC)
Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1900 V/A™ MULTI LAMP DOWNLIGHTS WITH 150W PAR38HID METAL HALIDE LAMPS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

1922150W PAR38 HID 1911 - 1916

150W PAR38 HID CELL
(150PAR38MH)

11³⁄₁₆"

9⁵⁄₁₆"

MH

11⁵⁄₁₆"

20³⁄₈"

18⁹⁄₁₆"

MH MH

9 ³⁄₄"
11⁵⁄₁₆"

9₃⁄₁₆"

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

MH15
150w metal halide
pulse rated

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

191
one row

192
two rows

1
2
3
4
5
6

2

HP
holder provided

LH
less holder

1913 MH15 HP 1 ST WH SHOWN WITH PAR38 HID LAMPS
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V/A™
1900 V/A™ MULTI LAMP DOWNLIGHTS WITH 150W PAR38HID METAL HALIDE LAMPS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1911 1X1 V/A FIXTURE 1912 1X2 V/A FIXTURE 1913 1X3 V/A FIXTURE
1914 1X4 V/A FIXTURE 1915 1X5 V/A FIXTURE 1916 1X6 V/A FIXTURE
1922 2X2 V/A FIXTURE

❑ 19__MH15HP1STWH ea 1900 V/A metal halide pulse rated base w/holder, 120V, standard white trim
❑ 19__MH15HP1STBL ea 1900 V/A metal halide pulse rated base w/holder, 120V, standard black trim
❑ 19__MH15HP1STTT ea 1900 V/A metal halide pulse rated base w/holder, 120V, standard titanium trim
❑ 19__MH15HP1DTWH ea 1900 V/A metal halide pulse rated base w/holder, 120V, dimensional white trim
❑ 19__MH15HP1DTBL ea 1900 V/A metal halide pulse rated base w/holder, 120V, dimensional black trim
❑ 19__MH15HP1DTTT ea 1900 V/A metal halide pulse rated base w/holder, 120V, dimensional titanium trim
❑ 19__MH15HP1DTSS ea 1900 V/A metal halide pulse rated base w/holder, 120V, dimensional stainless steel trim
❑ 19__MH15HP1TLWH ea 1900 V/A metal halide pulse rated base w/holder, 120V, trimless white edge
❑ 19__MH15HP1TLBL ea 1900 V/A metal halide pulse rated base w/holder, 120V, trimless black edge

ea
❑ 19__MH15HP2STWH ea 1900 V/A metal halide pulse rated base w/holder, 277V, standard white trim
❑ 19__MH15HP2STBL ea 1900 V/A metal halide pulse rated base w/holder, 277V, standard black trim
❑ 19__MH15HP2STTT ea 1900 V/A metal halide pulse rated base w/holder, 277V, standard titanium trim
❑ 19__MH15HP2DTWH ea 1900 V/A metal halide pulse rated base w/holder, 277V, dimensional white trim
❑ 19__MH15HP2DTBL ea 1900 V/A metal halide pulse rated base w/holder, 277V, dimensional black trim
❑ 19__MH15HP2DTTT ea 1900 V/A metal halide pulse rated base w/holder, 277V, dimensional titanium trim
❑ 19__MH15HP2DTSS ea 1900 V/A metal halide pulse rated base w/holder, 277V, dimensional stainless steel trim
❑ 19__MH15HP2TLWH ea 1900 V/A metal halide pulse rated base w/holder, 277V, trimless white edge
❑ 19__MH15HP2TLBL ea 1900 V/A metal halide pulse rated base w/holder, 277V, trimless black edge

ea
❑ 19__MH15LH1STWH ea 1900 V/A metal halide pulse rated base less holder, 120V, standard white trim
❑ 19__MH15LH1STBL ea 1900 V/A metal halide pulse rated base less holder, 120V, standard black trim
❑ 19__MH15LH1STTT ea 1900 V/A metal halide pulse rated base less holder, 120V, standard titanium trim
❑ 19__MH15LH1DTWH ea 1900 V/A metal halide pulse rated base less holder, 120V, dimensional white trim
❑ 19__MH15LH1DTBL ea 1900 V/A metal halide pulse rated base less holder, 120V, dimensional black trim
❑ 19__MH15LH1DTTT ea 1900 V/A metal halide pulse rated base less holder, 120V, dimensional titanium trim
❑ 19__MH15LH1DTSS ea 1900 V/A metal halide pulse rated base less holder, 120V, dimensional stainless steel trim
❑ 19__MH15LH1TLWH ea 1900 V/A metal halide pulse rated base less holder, 120V, trimless white edge
❑ 19__MH15LH1TLBL ea 1900 V/A metal halide pulse rated base less holder, 120V, trimless black edge

ea
❑ 19__MH15LH2STWH ea 1900 V/A metal halide pulse rated base less holder, 277V, standard white trim
❑ 19__MH15LH2STBL ea 1900 V/A metal halide pulse rated base less holder, 277V, standard black trim
❑ 19__MH15LH2STTT ea 1900 V/A metal halide pulse rated base less holder, 277V, standard titanium trim
❑ 19__MH15LH2DTWH ea 1900 V/A metal halide pulse rated base less holder, 277V, dimensional white trim
❑ 19__MH15LH2DTBL ea 1900 V/A metal halide pulse rated base less holder, 277V, dimensional black trim
❑ 19__MH15LH2DTTT ea 1900 V/A metal halide pulse rated base less holder, 277V, dimensional titanium trim
❑ 19__MH15LH2DTSS ea 1900 V/A metal halide pulse rated base less holder, 277V, dimensional stainless steel trim
❑ 19__MH15LH2TLWH ea 1900 V/A metal halide pulse rated base less holder, 277V, trimless white edge
❑ 19__MH15LH2TLBL ea 1900 V/A metal halide pulse rated base less holder, 277V, trimless black edge

PLEASE SEE PAGE 41 FOR LIGHT CONTROL ACCESSORIES AND OPTIONAL FEATURES
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1900 V/A™ Hybrid System™

• Lamp specifications:
• 100 watt (maximum), Par 38 (MB base)
• 70 watt, Par 38 HID Metal Halide MasterColor™ (MH70 Base)
• 100 watt, Par 38 HID Metal Halide MasterColor™ (MH10 Base)

• All input voltage must be the same

• Lamps can be positioned independently
within a 35˚ angle from vertical in both axes

• Individual locking mechanisms insure 
consistent lighting presentations

• Optional CNC machined lamp holder assembly
• accepts up to 3 light control accessories simultaneously
• standard clear tempered glass lens supplied

• Black interior with choice of trim finish

• Standard and Dimensional trim finish options: 
• white powder coat
• black powder coat
• titanium powder coat
• brushed stainless steel (dimensional trim only)

• Light Control Accessories and Optional features available
Custom Paint (CP) Multi Circuiting (MC) Trimless (TL) Matte White Interior (MW)

• UL and CUL Listed Damp Location (non IC only)

1900 V/A™ HYBRID SYSTEM™ MULTI LAMP DOWNLIGHTS

These products protected by the following U.S. Patent: 6,036,337. Other patents pending.
Modifications and custom configurations are available. Please contact our Sales Department.

F O R E X A M P L E

Ordering Format
choose one from each category

DAMP LOCATION, NON IC ONLY

HBD
hybrid fixture

1
120 volts

2
277 volts

ST
standard

DT
dimensional

TL
trimless
(black & white only)

SERIES NO. OF LAMPS/ROW
(SELECT ONE NUMBER)

LAMP BASE ACCESSORY HOLDER VOLTAGE* TRIM DETAIL

WH
white

BL
black

TT
titanium

SS
brushed stainless
(dimensional trim only)

FINISH

191
one row

192
two rows

2
3
4
5
6

2

HP
holder provided

*ALL INPUT VOLTAGE MUST BE THE SAME

19221912 - 1916

7¹⁄₄"

16¹⁄₈"

18"

8¹⁄₈"

7¹⁄₄"

10"

70PAR38MH 70PAR38MH100PAR38
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1900 V/A™ Hybrid System™
1900 V/A™ HYBRID SYSTEM™ MULTI LAMP DOWNLIGHTS

CELL DESIGNATIONS (PLAN VIEW)
Indicate choice of lamp cell in appropriate space for manufacturing and fabrication

FIXTURE NUMBER (selected from ordering format)

OPTIONAL FEATURES
(refer to page 41)

❑ MW - matte white interior

❑ CP - custom paint

❑ TL - trimless fixture

❑ MC - multi circuiting

70PAR38MH 100PAR38MH100PAR38
(100 WATT MAX.)
(120 VOLT ONLY)

1900 V/A™ AVA I L A B L E C E L L S

Cell 1 Cell 2

Circuit# Circuit#

Cell 3 Cell 4

Circuit# Circuit#

Cell 1 Cell 2 Cell 3 Cell 4 Cell 5 Cell 6

Circuit# Circuit# Circuit# Circuit# Circuit# Circuit#
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1900 V/A™ Hybrid System™
1900 V/A™ HYBRID SYSTEM™ MULTI LAMP DOWNLIGHTS

Product Code U/M Description

PLEASE SPECIFY FIXTURE CODE WHEN ORDERING.
1912 1X2 V/A FIXTURE 1913 1X3 V/A FIXTURE 1914 1X4 V/A FIXTURE
1915 1X5 V/A FIXTURE 1916 1X6 V/A FIXTURE

❑ 19__HBDHP1STWH ea 1900 V/A Hybrid fixture 1 row w/holder, 120V, standard white trim
❑ 19__HBDHP1STBL ea 1900 V/A Hybrid fixture 1 row w/holder, 120V, standard black trim
❑ 19__HBDHP1STTT ea 1900 V/A Hybrid fixture 1 row w/holder, 120V, standard titanium trim
❑ 19__HBDHP1DTWH ea 1900 V/A Hybrid fixture 1 row w/holder, 120V, dimensional white trim
❑ 19__HBDHP1DTBL ea 1900 V/A Hybrid fixture 1 row w/holder, 120V, dimensional black trim
❑ 19__HBDHP1DTTT ea 1900 V/A Hybrid fixture 1 row w/holder, 120V, dimensional titanium trim
❑ 19__HBDHP1DTSS ea 1900 V/A Hybrid fixture 1 row w/holder, 120V, dimensional stainless steel trim
❑ 19__HBDHP1TLWH ea 1900 V/A Hybrid fixture 1 row w/holder, 120V, trimless white edge
❑ 19__HBDHP1TLBL ea 1900 V/A Hybrid fixture 1 row w/holder, 120V, trimless black edge

❑ 19__HBDHP2STWH ea 1900 V/A Hybrid fixture 1 row w/holder, 277V, standard white trim
❑ 19__HBDHP2STBL ea 1900 V/A Hybrid fixture 1 row w/holder, 277V, standard black trim
❑ 19__HBDHP2STTT ea 1900 V/A Hybrid fixture 1 row w/holder, 277V, standard titanium trim
❑ 19__HBDHP2DTWH ea 1900 V/A Hybrid fixture 1 row w/holder, 277V, dimensional white trim
❑ 19__HBDHP2DTBL ea 1900 V/A Hybrid fixture 1 row w/holder, 277V, dimensional black trim
❑ 19__HBDHP2DTTT ea 1900 V/A Hybrid fixture 1 row w/holder, 277V, dimensional titanium trim
❑ 19__HBDHP2DTSS ea 1900 V/A Hybrid fixture 1 row w/holder, 277V, dimensional stainless steel trim
❑ 19__HBDHP2TLWH ea 1900 V/A Hybrid fixture 1 row w/holder, 277V, trimless white edge
❑ 19__HBDHP2TLBL ea 1900 V/A Hybrid fixture 1 row w/holder, 277V, trimless black edge

PLEASE SEE PAGE 41 FOR LIGHT CONTROL ACCESSORIES AND OPTIONAL FEATURES

CELL DESIGNATIONS (PLAN VIEW)
Indicate choice of lamp cell in appropriate space for manufacturing and fabrication

1900 HYBRID SYSTEM LAMP CELLS
❑ 100PAR38 ea 1900 Lamp Cell - 100W PAR38 (120 Volt only)
❑ 70PAR38MH ea 1900 Lamp Cell - 70W PAR38 Metal Halide
❑ 100PAR38MH ea 1900 Lamp Cell - 100W PAR38 Metal Halide

Cell 1 Cell 2 Cell 3 Cell 4 Cell 5 Cell 6

Circuit# Circuit# Circuit# Circuit# Circuit# Circuit#
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1900 V/A™ Hybrid System™
1900 V/A™ HYBRID SYSTEM™ MULTI LAMP DOWNLIGHTS

Product Code U/M Description

❑ 1922HBDHP1STWH ea 1900 V/A Hybrid fixture 2 row w/holder, 120V, standard white trim
❑ 1922HBDHP1STBL ea 1900 V/A Hybrid fixture 2 row w/holder, 120V, standard black trim
❑ 1922HBDHP1STTT ea 1900 V/A Hybrid fixture 2 row w/holder, 120V, standard titanium trim
❑ 1922HBDHP1DTWH ea 1900 V/A Hybrid fixture 2 row w/holder, 120V, dimensional white trim
❑ 1922HBDHP1DTBL ea 1900 V/A Hybrid fixture 2 row w/holder, 120V, dimensional black trim
❑ 1922HBDHP1DTTT ea 1900 V/A Hybrid fixture 2 row w/holder, 120V, dimensional titanium trim
❑ 1922HBDHP1DTSS ea 1900 V/A Hybrid fixture 2 row w/holder, 120V, dimensional stainless steel trim
❑ 1922HBDHP1TLWH ea 1900 V/A Hybrid fixture 2 row w/holder, 120V, trimless white edge
❑ 1922HBDHP1TLBL ea 1900 V/A Hybrid fixture 2 row w/holder, 120V, trimless black edge

❑ 1922HBDHP2STWH ea 1900 V/A Hybrid fixture 2 row w/holder, 277V, standard white trim
❑ 1922HBDHP2STBL ea 1900 V/A Hybrid fixture 2 row w/holder, 277V, standard black trim
❑ 1922HBDHP2STTT ea 1900 V/A Hybrid fixture 2 row w/holder, 277V, standard titanium trim
❑ 1922HBDHP2DTWH ea 1900 V/A Hybrid fixture 2 row w/holder, 277V, dimensional white trim
❑ 1922HBDHP2DTBL ea 1900 V/A Hybrid fixture 2 row w/holder, 277V, dimensional black trim
❑ 1922HBDHP2DTTT ea 1900 V/A Hybrid fixture 2 row w/holder, 277V, dimensional titanium trim
❑ 1922HBDHP2DTSS ea 1900 V/A Hybrid fixture 2 row w/holder, 277V, dimensional stainless steel trim
❑ 1922HBDHP2TLWH ea 1900 V/A Hybrid fixture 2 row w/holder, 277V, trimless white edge
❑ 1922HBDHP2TLBL ea 1900 V/A Hybrid fixture 2 row w/holder, 277V, trimless black edge

PLEASE SEE PAGE 41 FOR LIGHT CONTROL ACCESSORIES AND OPTIONAL FEATURES

CELL DESIGNATIONS (PLAN VIEW)
Indicate choice of lamp cell in appropriate space for manufacturing and fabrication

1900 HYBRID SYSTEM LAMP CELLS
❑ 100PAR38 ea 1900 Lamp Cell - 100W PAR38 (120 Volt only)
❑ 70PAR38MH ea 1900 Lamp Cell - 70W PAR38 Metal Halide
❑ 100PAR38MH ea 1900 Lamp Cell - 100W PAR38 Metal Halide

Cell 1 Cell 2

Circuit# Circuit#

Cell 3 Cell 4

Circuit# Circuit#



Product Code U/M Description

1400 SERIES
❑ 20ALR12/FL32 ea 20W Philips™ ALR, 12V 32º Flood
❑ 20ALR12/NSP6 ea 20W Philips™ ALR, 12V 6º Narrow Spot
❑ 20ALR12/SP18 ea 20W Philips™ ALR, 12V 18º Spot
❑ 20MR11/NSP ea 20W MR11

1600 SERIES
❑ 50AR70FL ea 50W Osram® AR70, 12V 25º Flood 
❑ 50AR70SP ea 50W Osram® AR70, 12V 8º Spot
❑ 50ALR18/NFL25 ea 50W Philips™ ALR, 12V 25º Narrow Flood
❑ 50ALR18/SP10 ea 50W Philips™ ALR, 12V 10º Spot
❑ 50MR16/NSP ea 50W MR16
❑ 50PAR20/NSP ea 50W PAR20, Narrow Spot
❑ MH39PAR20 ea 39W PAR20 HID Metal Halide MasterColor™ 

1800 SERIES
❑ 75AR111/SP ea 75W Osram® AR111, Spot
❑ 75PAR30/NSP ea 75W PAR30, Narrow Spot
❑ 50PAR36/VNSP ea 50W PAR36, Very Narrow Spot
❑ MH39PAR30 ea 39W PAR30 HID Metal Halide MasterColor™
❑ MH70PAR30 ea 70W PAR30 HID Metal Halide MasterColor™ 

1900 SERIES
❑ PAR38 ea 150W (maximum), PAR38
❑ MH70PAR38 ea 70W PAR38 HID Metal Halide MasterColor™ 
❑ MH100PAR38 ea 100W PAR38 HID Metal Halide MasterColor™ 
❑ MH150PAR38 ea 150W PAR38 HID Metal Halide MasterColor™ 
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Lamps
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V/A™ Lamp Cell Details
V/A™ FIXTURES DIFFER FROM OTHER TYPES OF RECESSED AIMABLE DOWNLIGHTS BY VIRTUE OF THE UNIQUE

MECHANISM THAT PROVIDES BOTH THE AIMING AND LOCKING FUNCTIONS. THE VIRTUAL AXIS MECHANISM RELIES

ON TWO SETS OF CONCENTRIC SLOTS INCORPORATED INTO THE CELL AND THE CROSS-SLIDE WHICH CARRIES THE

LAMPHOLDER THROUGH ITS RANGE OF MOTION IN THE X AND Y AXES. THE SLOTS ARE CONCENTRIC TO A

REFERENCE POINT CENTERED BELOW EACH LAMP AND IN PLANE WITH THE TRIM. THE MECHANISM ALWAYS AIMS

THE LAMP STRAIGHT THROUGH THIS REFERENCE POINT, WHICH BECOMES ITS "AXIS" OF ROTATION. OUR EXCLUSIVE

MECHANISM ALLOWS THE LAMPS TO BE AIMED INDEPENDENTLY WITHIN THE FIXTURE WITHOUT THE LIMITATIONS OF

CONVENTIONAL GIMBAL OR YOKE-AND-SWIVEL DESIGNS. THIS ARRANGEMENT ALLOWS NEARLY 30% MORE AREA

COVERAGE AND MORE COMPACT RECESSED HOUSINGS. THE LAMPHOLDERS ARE DESIGNED TO BE LOCKED IN

THEIR POSITIONS AFTER AIMING, ENSURING THAT THE LIGHTING WILL BE CONSISTENT OVER TIME, DESPITE

VIBRATION AND RELAMPING.

TRIM

SPRING MOUNTS

X AXIS

LOCKING

SCREW

CNC MACHINED

LAMP HOLDER

ASSEMBLY

CELL

CONCENTRIC

TEFLON

GLIDES

CAPTIVE MOUNTING

HARDWARE

CROSS-SLIDE

CONCENTRIC

Y AXIS

LOCKING SCREW

CELL BODY
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Multi-Circuiting Fabrication Sheet
ALL V/A™ FIXTURES ARE AVAILABLE WITH MULTI-CIRCUITING. THE DIAGRAM BELOW SHOULD BE USED

TO LAYOUT YOUR MULTI-CIRCUITING REQUIREMENTS. PLEASE SUBMIT THIS DIAGRAM WITH YOUR ORDER.

V
/A

CELL DESIGNATIONS (PLAN VIEW)
Indicate choice of lamp cell and circuit in appropriate space for manufacturing and fabrication

CELL DESIGNATIONS (PLAN VIEW)
Indicate choice of lamp cell and circuit in appropriate space for manufacturing and fabrication

Cell 1 Cell 2 Cell 3 Cell 4 Cell 5 Cell 6

Circuit# Circuit# Circuit# Circuit# Circuit# Circuit#

FIXTURE NUMBER (selected from ordering format)

Cell 1 Cell 2

Circuit# Circuit#

Cell 3 Cell 4

Circuit# Circuit#

S I N G L E R O W M U LT I -C I R C U I T I N G :

T W O R O W M U LT I -C I R C U I T I N G :
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